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________________________________________________________ 

UNIVERSITY FACILITIES MANAGEMENT 

UFM Approved Standardized Restroom Dispensers 

 

Feminine Hygiene Disposal Receptacle   RMC Sanisac #33W  Part #25033000 

 

GoJo Handsoap Dispenser, 1250 ML ADX-12, White   8884-06 
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GoJo Purell Hand Sanitizer Dispenser, 12 00 ML ADX-12, White   8820-06 

 

 

GoJo Shield Floor/Wall Protector  1045-WHT-12 
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Von Drehle Tissue Dispenser, 3 Station Carousel, Smoke/Black   3342 

 

 

Von Drehle Auto-Cut Towel Dispenser, Black/Black   8864 

 

 

 

 

 

 

mwasowsk
Text Box
3 of 4



• Building Maintenance • Receiving & Distribution • Custodial Services • Electrical • Fleet Services • Grounds • Parking Services Maintenance •                   

• Structures • Energy Management •  
 
 

1787 Summit Street   P.O. Box 5190   Kent, Ohio  44242-0001   Phone:  330-672-2345   Fax:  330-672-2956   Web Site: www.kent.edu/ufm 
 

 

 

 

Residence Services Toilet Accessories 

 

 
Paper towel dispensers – Scott roll towel (smoke) 46253 

Toilet paper dispensers – GP compact Quad – 56744  

GP compact two roll veridical – 56790 

Soap dispensers – GOJO ADX-12 1250 ml 

Hand sanitizer – Purell 7720-01 1200 ml , battery built into refill 

 

 

Student Center  and Rec Center Toilet Accessories 

 
Paper towel dispensers – DV-880012N roll towel 800 

Toilet paper dispensers – Staples 9 inch jumbo rolls  

Soap dispensers – varies: use liquid pink hand soap 

 

DeWeese Health Center Toilet Accessories 

 
Paper towel dispensers – DV-880012N roll towel 800 

Toilet paper dispensers – DV-3109 Jumbo toilet paper, single and double rolls  

Soap dispensers – varies 
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Ohio's 2010-NFPA 13 and 72 Elevator Guidelines

yes

Start

Is  hoistway 
venting

required per 
OBC 3004

yes

no

Does 
building 
have fire 

alarm 
system

no

A17.1 - 2.27.3.2.1  fire alarm initiating 
devices in machine rooms/spaces, control 

rooms/spaces and lobbies required.**

NFPA 72 21.3.2 Connect detectors to 

dedicated elevator recall system.

NFPA 72 21.3.2 Connect detectors to 
building fire alarm system.

NFPA 72 21.3.6 Smoke 
detector required in hoistwaySM

O
KE

S
SP

RI
N

KL
ER Hydraulic 

Elevator

Non-
combustible 

Hoistway

NFPA 13 8.15.5.1  Sidewall 
spray sprinklers required not 
more than 2 ft. above pit 

Car 
complies 

with ASME 
A17.1-2.14

NFPA 13 8.15.5.4 Upright, pendent, 
or sidewall spray sprinklers shall be 
installed at top of hoistway.

poly-
coated 

steel belts  
or similar 

NFPA 13 8.15.5.6 Sprinklers shall be 
installed at the top and bottom of  
elevators utilize polyurethane-coated 
steel belts  or other similar 
combustible belt material.

yes

yes yes

yes

NFPA 13 8.15.5.1,5 Pit and over head 
hoistway sprinklers are not required  

Sprinklers installed  in 
machine 

rooms/spaces, 
control rooms/spaces 

or hoistways.**

Sh
un

t T
rip ASME A17.1 -
2.8.3.3.2 Shunt 
trip required

Sprinklers
installed in 
hoistway 
NFPA 13-
8.15.5.3

NFPA 72-10.14.3.2 Devices shall be 
selected and installed to minimize 
nuisance. Detectors shall not be 
installed in the pit **

NFPA 72 21.3.6 Smoke 
detector required in hoistway

no

no no

no

no

yes

no

yes

Sprinklers installed in 
machine rooms/ 
spaces, control rooms/ 
spaces or hoistway 
NFPA 13-8.15.5.3 **

Heat Detector Installed within 
24" of all sprinkler(s) or Flow

sensor, No time delay 
allowed NFPA 72 21.4.1,,2,3

Control voltage shall be monitored 
with supervisory signal at alarm 
panel NFPA 72 21.4.4,5

END

**It is important to define the space in which the above devices are installed, for example: controls, drives and other equipment that are typically 
installed in a traditional machine room are now being installed in the pits and top of hoistways and those areas are now defined as machine/control 
spaces which would require elevator recall devices.  NFPA 72 - 21.3.12.1,2  



Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby
 Violation                                             

NFPA 13 - 8.15, NFPA 72 - 21.3.3.
 Violation                          NFPA 

72 - 21.3.3, 10.14.3.2
Required                           

NFPA 72  21.4.2
Required                           

NFPA 72  21.4.2
NA

 Violation                                                  
NFPA 13 - 8.15, NFPA 72 - 21.3.3.

 Violation                             
NFPA 72 - 21.3.3, 10.14.3.2

 Required                         
NFPA 72  21.3.3

 Required                          
NFPA 72  21.3.3

 Required                        
NFPA 72 21.3.3,7

Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby
 Violation                                                

NFPA 72 - 21.3.3, 10.14.3.2
 Violation                           

NFPA 72 - 21.3.3, 10.14.3.2
Violation                          

NFPA 72  21.3.6
 Required                         

NFPA 72  21.3.3
 Required                        

NFPA 72 21.3.3,7

Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby

   Violation                                          
NFPA 13 - 8.15

 Required                          NFPA 
13 8.15.5.6

 Required                         
NFPA 13 8.15.5.6

 Required                         
NFPA 13 8.15.5.6

NA

2010 NFPA 13 & 72 Elevator Guidelines (smokes, heats, sprinklers, fire recall and supervisory panel)

Sprinkler Installed

ASME A17.1 2.8.3 All risers are to be located outside the hoistway or room/space except where a machine room is located above the roofline of a building the riser is limited 
to the distance between the top floor and the room/space. Sprinklers located 24" or less above the pit floor, all wiring and electrical components located within 48" from 
the pit floor must be rated as NEMA 4 and wiring must be suitable for wet locations. ASME A17.1  triggers the shunt-trip requirement when sprinklers are located in such 
areas related to the elevator. (Note: there are exceptions to the sprinkler requirements for Fire Service Access Elevators and Occupancy Evacuation Elevators: see IBC 
Sections 3007 and 3008 respectively.)

2013 edition of NFPA 13 (not adopted in OHIO), a new requirement was added to deal with combustible suspension means (i.e. elastomeric-coated steel belts). In such 
instances, sprinkler heads are required at the top and bottom of the hoistway. There is an exception; if the suspension means is tested and complies with UL 62 and UL 
1581, sprinkler heads are not required.

The following are the guidelines that the State of Ohio Elevator Section will follow for sprinklers, heat and smoke detectors installed for Elevator recall and shunt trip 
operation.  It is important to know how other codes interface with the elevator installation and inspectors should be aware of such connections.  Even if the following 
requirements fall under other disciplines and jurisdictions, it is important to understand the big picture and how other codes related to a proper elevator installation.

Heat Detector Required

Smoke Detector Required

Sprinkler Not Installed

Smoke Detector Required

Polyurethane-Coated Steel 
Belt Suspension

Sprinklers Required

**It is important to define the space in which the above devices are installed, for example: controls, drives and other equipment that are typically installed in  a traditional 
machine room are now being installed in the pits and top of hoistways and those areas are now defined as machine/control spaces which would require elevator recall 
devices.  NFPA 72 - 21.3.12.1,2  

machinery space, elevator:  a space inside or outside the hoistway, intended to be accessed with or without full bodily entry, that contains elevator mechanical equipment, 
and could also contain electrical equipment used directly in connection with the elevator. This space could also contain the electric driving machine or the hydraulic 
machine. ASME A17.1

Sprinklers located in elevator equipment rooms/spaces and hoistways are a requirement of the building code. The elevator code does not mandate the installation of these 
devices. ASME A17.1 Req. 2.8.3.3 states that sprinklers are permitted when required by the building code. The elevator code does set limits on what can be allowed within 
a hoistway or equipment room/space.   



8.15.5.1
8.15.5.2
8.15.5.3
8.15.5.4
8.15.5.5

8.15.5.6

10.3.1
10.4.1.1
10.4.2.1
10.5.3.2

10.14.2.4

10.14.3.2

10.17.1
21.2.6

21.3.2

21.3.3
21.3.5
21.3.6

21.3.7

21.3.8
21.3.9

 21.3.12.1,2,3
21.4.1
21.4.2
21.4.3

21.4.4,5

21.5
21.6

Installation shall be supervised by persons who are qualified and experienced.
Fire alarm system shall be provided with at least two independent and reliable power supplies.
Equipment shall not be install in locations exceeding voltage, temp, and humidity of device.

Sprinklers shall be installed at the top and bottom of elevator hoistways where elevators utilize polyurethane-coated steel belts  or other similar combustible 
belt material.

Fire alarm system and supporting equipment designed and labeled for intended use.

Automatic sprinklers in machine room and hoistways shall be ordinary or intermediate temp rating.
Upright, pendent, or sidewall spray sprinklers shall be installed at top of hoistway.
Over head hoistway sprinklers are not required for noncombustible or limited-combustible and cab enclosure meets ASME A17.1 requirements.

2010 NFPA 13 & 72 Elevator Guidelines Quick Code reference

First Responders use elevators requirements ( Fire Service Access Elevator OBC 3007)
Elevators for Occupant- control Evacuation requirements (OBC 3008)

NFPA 72 (SMOKES AND HEATS)

Devices shall be selected and installed to minimize nuisance. Detectors shall not be installed in the pit area because they have been determined to be a nuisance 
alarm due to sweeping, dust and air movement. See also NFPA 72 17.7.1.9
Monitoring Integrity of Installation Conductors and Other Signaling Channels.
Wiring The installation of all wiring, cable, and equipment shall be in accordance with NFPA 70
In facilities without a building fire alarm system, these smoke detectors or other automatic fire detection shall be connected to a dedicated fire alarm system 
control unit that shall be designated as "elevator recall control and supervisory panel".
Only the elevator lobby, hoistways and machine room/space smoke detectors shall be used to recall elevators.
Lobby smoke detectors shall be with in 21 ft. of the center line of doors with in each bank.

All fire fighters initiating devices shall annunciate at the building fire alarm control unit. 
All fire fighters initiating devices shall cause separate and distinct visible annunciation.
Designated, Alternate and Flashing Hat level recall requirements.
Heat detectors used for shunt shall have lower temp rating than sprinkler.

Smoke detectors shall not be installed in unsprinklered hoistways unless for smoke relief equipment. (exception: Hoistway/pit = machine, control space)
If ambient conditions prohibit installation of smoke detectors , other fire detection shall be permitted ie: open areas, parking garages, and industrial 
applications. Per local AHJ.   Pit and hoistway location of these detectors will likely need to be below the lowest level of recall in order to provide an adequate 
response of early detection of fire. Since there is no real ceiling in the pit to allow installation using the spacing provisions of Chapter 17, the provisions of 
17.7.3.1.3 and 17.4.10 should be considered, which allows detectors to be placed closer to the hazard in a position where the detector can intercept the smoke 
or heat. Also refer to A.21.3.14.2(3)

Fire alarm system and supporting equipment designed, constructed and installed in conformance with the code.

Sidewall spray sprinklers required not more than 2 ft. above pit floor.

Heat detectors used for shunt shall be with in 24 " of sprinkler head.
Pressure or water flow switches in lieu of heat detectors
Control circuits to shutdown elevator power shall be monitored for presence of operating voltage. Loss of voltage to the control circuit for the disconnecting 
means shall cause a supervisory signal to be indicated at the control unit and required annunciators.

NFPA 13 (SPRINKLERS)

Pit sprinklers below 2 ft. are not required for non-combustible elevator hoistway without combustible hydraulic fluids.
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This sheet is provided as a starting point. Tree protection plans should be developed by project and reviewed by OUA and Kent State grounds for implementation.1. If there is no existing irrigation system, specify watering requirements during the project.2. No pruning shall be performed except by a Kent State approved arborist.3. No equipment shall operate inside the protective fencing including during fence installation and removal.4. No contractors are permitted within the tree protection without prior authorization.
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Product Catalog

Passport 1000 P2
WiFi Campus 

Access Control Products
Available through Authorized Channel Partners only. 

Contact your local PERSONA or ASSA ABLOY Door 
Security Solutions sales consultant for details.

mwasowsk
Text Box
UFM buildings -typical Wi-Fi locksets•70-P2-82278-BIMPS-LNL-26D ---Mortise Lock•P2-231-IMPS-EK1-L-32D ---Retro trim: this model is used on new doors with Von Duprin exit devicesUFM controlled buildings utilize Lenel. Wi-fi locksets must be purchased through an approved Lenel dealer. Typically utilize Zenith, contact Larry Lohman Larry LohmanProject Manager, Security IntegrationZenith SystemsOffice  (216) 518-3843Mobile (216) 287-8767LLohman@zenithsystems.comOur Lenel dongle ID is 130623
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MicroShield® Coating

•  Revolutionary finish coating available on all SARGENT 
product lines, utilizes a silver-based antimicrobial compound 
from Agion Technologies

•  As an integral part of the finish coating, MicroShield lasts for 
the life of the hardware

•  MicroShield coating permanently suppresses the growth 
of bacteria, algae, fungus, mold and mildew. It is effective 
against a broad spectrum of bacteria.

•  Non-toxic and completely safe. The Agion antimicrobial 
compound is EPA and NSF approved and FDA listed for use in 
medical and food preparation equipment.

•  Applications: Anywhere there is need for a clean 
environment (hospitals, laboratories, schools, medical 
centers, daycare, food processing etc.)

MicroShield®

As part of their promise to provide innovative solutions to  
their customers, certain ASSA ABLOY Group brands offer the 
MicroShield® technology, a silver-based antimicrobial coating 
designed to inhibit the growth of bacteria.
MicroShield® is a registered trademark of Yale Security Inc.,  
an ASSA ABLOY Group company.

Passport 1000 P2 Online
Wireless Ethernet
Typical Application
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Overview
An ANSI/BHMA Grade 1 lock using WiFi technology, the Passport 1000 P2 provides a cost-effective, future-proof solution for campuses. Featuring  
HID® multiCLASS SE® technology, it provides simultaneous support for multiple credentials and offers an easy migration path to higher security 
credentials and mobile access. With no wiring required, installation is fast, easy and affordable.

About ASSA ABLOY’s Authorized Channel Partner and Certified Integrator Programs
The SARGENT Passport 1000 P2 is part of the expanding ASSA ABLOY family of innovative products combining our proven mechanical locking devices 
with leading-edge technologies to provide integrated electronic access control solutions. As such, these products require training and certification for 
resellers and integrators to ensure proper product selection, successful deployment and customer satisfaction. 

To aid our customers in this area, ASSA ABLOY has created two programs that provide the necessary training to sell, order, install and service our 
technology products, including Aperio® wireless, Integrated Wiegand, IP-enabled and self-configurable intelligent components:

Passport 1000 P2 Features
•  Intelligent, integrated ANSI/BHMA Grade 1 lockset, available in 

cylindrical lock, mortise lock, and exit device configurations, offers the 
highest degree of physical security available in access control locks

•  Utilizes 802.11b/g/n WiFi network infrastructure for cost-effective 
installations; no proprietary equipment required

• Lock holds 2,400/10,000 users* and 10,000 event audit trail
• Available with key override

Access Credentials 
Magnetic Stripe:
• Read speed: 4 to 40 in/s
• Card track: Track 2
• Card Coercivity: HiCo (4000 Oersted) or LoCo (300 Oersted)
• Time resolution on card: 1 minute
• Magnetic head lifetime: 300,000 operations
Keypad:
• PIN code: 4-digits with card, or 6-digits PIN only
Credential Reader:
• 2.4 GHz credentials:
  - Secure Identity Object™ (SIO) on Mobile IDs (Bluetooth Smart)
• 13.56 MHz credentials:
  - iCLASS®

  - iCLASS SE® (SIO-enabled)
  - iCLASS® Seos®

  - SIO on MIFARE® Classic
  - SIO on MIFARE DESfire® EV1
  - MIFARE Classic
  - DESfire EV1
  - NFC-enabled mobile phones
• 125 kHz credentials: 
  - HID Prox®

* Contact your access control system manufacturer for more information

Software
Compatible with ASSA ABLOY’s PERSONA Campus™ software or with 
approved third party access control software.

PERSONA Campus Software
PERSONA Campus™ Software is an advanced and flexible locking system 
that supports magstripe and contactless technology to provide seamless 
database integration and software interface with enterprise, transactional 
and housing systems. Campus™ software provides customized access by 
user, by facility, or individual lock. 

Power Specifications
• Power supply: 6 AA alkaline batteries
• Auxiliary voltage: 12VDC-24VDC
• Battery life is supervised and gives advanced warnings at low capacity

Environmental Specifications
• Operating temperature: -13°F (-25°C) to 151°F (66°C) 
• Humidity: <85% non-condensing
• Storage temperature: -22°F (-30°C) to 176°F (80°C)

Accessories (contact PERSONA)

•  Multitrack encoder
•  Pocket PC
•  Magnetic stripe cards

EAC Regulatory Compliance:
•  UL294 6th Edition (not applicable to FM7300) 
•  CAN/ULC S319 (not applicable to FM7300) 
•  BHMA A156.25 (not applicable to FM7300) 

•   The Authorized Channel Partner (ACP) program is open to resellers, who sell ASSA ABLOY’s technology products to certified 
integrators and help with product selection based on the application. 

•  The Certified Integrator (CI) program provides hands-on training for security systems integrators and network administrators.  
Not only does this training familiarize certified integrator candidates on product features and applications, it also gives them 
valuable experience installing, commissioning, and troubleshooting the products in a real-world environment. 

For more information on the qualifications for becoming an ACP or CI, contact your local ASSA ABLOY Door Security Solutions 
sales consultant for details.

Overview, Features and  
Electrical Specifications
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Escutcheons
• Key button text is recessed to prevent wear
• Zinc die cast
• A multi-colored LED indicates valid/invalid entries
• Outside Escutcheon Projection is 1-5/8" (41mm)
• Inside Escutcheon Projection is 1-5/8" (41mm)

Passport 1000 P2 Mortise Lock Functions

Mechanical Features
•  Certified to ANSI/BHMA A156.13 Series 1000 Grade 1
• Motor driven mortise lock
•  3/4" stainless steel, anti-friction reversible latch
•  For 1-3/4" (44mm) thick door standard. Consult factory for other 

thicknesses
•  8200 Series Levers and Roses are shown on pages 8-10
• Stainless steel non-handed deadlocking latch

•  Handed lockbody, easily field reversible without opening  
lock body

•  Lever trim through-bolted for increased security and durability
•  UL/ULC Listed for use on fire doors*
• Hurricane-Resistant Certifications listed on page 17
• Batteries included

Standard P2-Mortise feature:
•  Outside lever rigid except when in "passage"  

mode or valid user code entered
•  Trim inside always retracts latch and/or deadbolt
•  Guardbolt deadlocks latch
•  Request-to-Exit: monitoring inside lever
•  Latchbolt Monitoring: monitors latchbolt position
•  Door Position Signaling: monitors door position
Key Override Function Features:
•  Key outside retracts latchbolt and retracts &  

projects deadbolt
•  Key override with a #41 (1-1/8") Mortise Cylinder
Deadbolt Function Features:
•  When deadbolt thrown, outside lever operable only  

with predetermined code
•  Deadbolt Monitoring: monitors deadbolt position 
•  1" hardened stainless steel deadbolt
The Passport 1000 P2 mortise lock with deadbolt is required for 
escape return functionality (a residential requirement in Canada). 
No other Passport 1000 P2 locks will support this requirement.

Options Technology Series Type Function Roses Levers Finish Hand
Select from pages 14-16 Select from P2 Mortise Lock Function chart above Select rose, lever and finish from pages 8-10 RHR, LHR, RH or LH

Example: KP-P2-82276 LN MX 26D RH 

Options Series Type Function Technology Roses Levers Finish Hand
Select from pages 14-16 Select from P2 Mortise Lock Function chart above Select rose, lever and finish from pages 8-10 RHR, LHR, RH or LH

Example: P2-82276-IKMPS LN MX 26D RH 

P2 Mortise Lock Functions

How to Order: Passport 1000 P2 Mortise Locks with Magnetic Stripe Only or Magnetic Stripe and Keypad

How to Order: Passport 1000 P2 Mortise Locks with multiCLASS SE® Reader

*  Any retrofit or other field modification to a fire rated opening can potentially impact the fire rating of the opening, and Sargent Manufacturing Company makes no representations or warranties 
concerning what such impact may be in any specific situation. When retrofitting any portion of an existing fire rated opening, or specifying and installing a new fire-rated opening, please consult 
with a code specialist or local code official (Authority Having Jurisdiction) to ensure compliance with all applicable codes and ratings.

If the lock needs to have: Then select:
Technology Series Type Function

Magnetic Stripe only
Key override and deadbolt** P2 82 276
Key override and no deadbolt P2 82 278
Deadbolt and no key override** P2 82 277
No deadbolt and no key override P2 82 279
Magnetic Stripe & Keypad
Key override and deadbolt** KP- P2 82 276
Key override and no deadbolt KP- P2 82 278
Deadbolt and no key override** KP- P2 82 277
No deadbolt and no key override KP- P2 82 279
iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE)

Series Type Function Technology
Key override and deadbolt** P2 82 276 IKMPS*
Key override and no deadbolt P2 82 278 IKMPS*
Deadbolt and no key override** P2 82 277 IKMPS*
No deadbolt and no key override P2 82 279 IKMPS*
iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Key override and deadbolt** P2 82 276 IMPS*
Key override and no deadbolt P2 82 278 IMPS*
Deadbolt and no key override** P2 82 277 IMPS*
No deadbolt and no key override P2 82 278 IMPS*
FeliCa, keypad, mag stripe, Prox
Key override and deadbolt** P2 82 276 CKMP*
Key override and no deadbolt P2 82 278 CKMP*
Deadbolt and no key override** P2 82 277 CKMP*
No deadbolt and no key override P2 82 278 CKMP*
FeliCa, mag stripe, Prox
Key override and deadbolt** P2 82 276 CMP*
Key override and no deadbolt P2 82 278 CMP*
Deadbolt and no key override** P2 82 277 CMP*
No deadbolt and no key override P2 82 278 CMP*

13-1/2"  
(343mm)

3-3/4" 
(95mm)

Outside Shown Inside Shown

The Passport 1000 motorized 8200 Series Mortise Lock has a clean, crisp design and is available with the SARGENT Studio Collection, Coastal Series 
and traditional lever designs in a full array of finishes. The mortise locks are available with or without deadbolt and with or without key override. 
EcoFlex™ technology offers improved battery life.

* For Bluetooth Smart support, add "B" to the beginning of the technology code.  
** Deadbolt required for escape return functionality (a residential requirement in Canada).

P2 8200 Series Mortise Locks

mwasowsk
Highlight

mwasowsk
Highlight
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

The PERSONA Passport 1000 P2 10 Line Cylindrical lock is available with a wide selection of lever designs and hardware finishes. Its unique design 
provides uniformity when used with other SARGENT locks at a facility. 

Escutcheons
• Key button text is recessed to prevent wear
• Zinc die cast
• A multi-colored LED indicates valid/invalid entries
• Outside Escutcheon Projection is 1-5/8" (41mm)
• Inside Escutcheon Projection is 1-5/8" (41mm)

P2-10G77 Entry Lock with Cylinder
•  Outside lever rigid except when in "passage" mode or 

valid user code entered
•  Lever inside always retracts latch
•  Guardbolt deadlocks latch
•  Request-to-Exit (REX) signaling standard
•  Door Position Switch (DPS, part #52-5373) supplied to 

allow for full monitoring
•  10 Line Levers are shown on page 8 and Roses are shown 

on page 10
Key Override Standard Features:
•  Key outside retracts latchbolt

Options Series Type Function Technology Roses Levers Finish Hand

Select from pages 14-16 Select from P2 Cylindrical Lock Function chart above Select rose, lever and finish from pages 8 & 10 RHR, LHR, RH or LH

**28- P2-10G77-IKMPS L G 03 RH 

How to Order: Passport 1000 P2 Cylindrical Locks with Magnetic Stripe Only or Magnetic Stripe and Keypad

How to Order: Passport 1000 P2 Cylindrical Locks with multiCLASS SE® Reader

**28- option supplies a 4-7/8" strike, opposed to the 2-3/4" T strike supplied standard

52-5373 Door Position Switch (DPS)
•  SPDT concealed switch (2 wire)
•  Metal Door adapter included
•  3/8" Diameter for wood door
•  3/4" Diameter for metal door

Mechanical Features
• Certified ANSI/BHMA A156.2 Series 4000 - Grade 1
• Motor driven cylindrical lock
• Latch Stainless Steel, 1/2" (13mm) throw
• 2-3/4" (70mm) backset standard; 3-3/4" and 5" backsets also available
•  For 1-3/4" (44mm) thick door standard. Consult factory for other thicknesses
•  Non-Handed lock body, levers may be handed (Specify RH, RHR, LH or LHR)
• Heavy duty lever spring return
• Adjustable through-bolt positions
•  Steel mounting studs
•   Not available with 10-UL-, 82-, 83- or 84- options
•  UL/ULC Listed for fire doors*
•  Hurricane-Resistant Certifications listed on page 17
• Batteries included

P2 Cylindrical Lock Functions

*  Any retrofit or other field modification to a fire rated opening can potentially impact the fire rating of the opening, and Sargent Manufacturing Company makes no representations or 
warranties concerning what such impact may be in any specific situation. When retrofitting any portion of an existing fire rated opening, or specifying and installing a new fire-rated 
opening, please consult with a code specialist or local code official (Authority Having Jurisdiction) to ensure compliance with all applicable codes and ratings.

Options Technology Series Type Function Roses Levers Finish Hand

Select from pages 14-16 Select from P2 Cylindrical Lock Function chart above Select rose, lever and finish from pages 8 & 10 RHR, LHR, RH or LH

**28- KP-P2-10G77 L G 03 RH 

If the lock needs to have: Then select:
Technology Series Type Function

Magnetic Stripe only
Key override  P2 10 G77
Magnetic Stripe & Keypad
Key override KP- P2 10 G77

Series Type Function Technology
iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Key override P2 10 G77 IKMPS*
iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Key override P2 10 G77 IMPS*
FeliCa, keypad, mag stripe, Prox
Key override P2 10 G77 CKMP*
FeliCa, mag stripe, Prox
Key override P2 10 G77 CMP*

Outside3-3/4" 
(95mm)

14-1/4"
(362mm)

Inside3-3/4" 
(95mm)

14-1/4"
(362mm)

* For Bluetooth Smart support, add "B" to the beginning of the technology code. 

P2 10 Line Cylindrical Locks



90
66

6 
   0

3/
19

 
Co

py
rig

ht
©

 2
00

8-
20

19
, S

ar
ge

nt
 M

an
uf

ac
tu

rin
g 

Co
m

pa
ny

, a
n 

AS
SA

 A
BL

O
Y 

G
ro

up
 c

om
pa

ny
. A

ll 
rig

ht
s r

es
er

ve
d.

 
 

 
 

Re
pr

od
uc

tio
n 

in
 w

ho
le

 o
r i

n 
pa

rt
 w

ith
ou

t t
he

 e
xp

re
ss

 w
rit

te
n 

pe
rm

is
si

on
 o

f S
ar

ge
nt

 M
an

uf
ac

tu
rin

g 
Co

m
pa

ny
 is

 p
ro

hi
bi

te
d.

6

Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

The Passport 1000 P2 80 Series Exit Devices offers access control with magnetic stripe only, magnetic stripe/keypad, magnetic stripe/keypad/
proximity reader, or magnetic stripe/keypad/iCLASS® reader for campus environments, and particularly in areas where life safety is a primary 
concern, such as in stairwell areas or tenant-occupied facilities.

Outside ET Lever Control 
•  Cast escutcheon
•  Projection 13/16" (21mm)
•  Motor-driven trim

17-3/8"
(441mm) 17"

(431mm)17-3/8"
(441mm)

17"
(431mm)

Escutcheons
•    Key button text is recessed to  

prevent wear
•    Zinc die cast
•    A multi-colored LED indicates  

valid/invalid entries

 
•    Outside Escutcheon Projection  

is 1-5/8" (41mm)
•    Inside Escutcheon Projection is  

1-5/8" (41mm)

Mechanical Features
•    Certified ANSI/BHMA A156.3 Grade 1
•    Latch 3/4" (19mm) throw (8800: stainless steel, 8900:  

anti-friction brass)
•  Cylinder requirements: 8800 Series uses a #34 Rim Cylinder;  

8900 Series uses a #46 Mortise Cylinder (1-3/4")
•    For 1-3/4" (44mm) door standard. Consult factory for other 

thicknesses
•    Batteries included
•  EcoFlex™ technology offers improved battery life
•    Available with Studio Collection, Coastal Series  

and all standard levers
•    UL/ULC Listed for fire doors*
•    Hurricane-Resistant Certifications listed on page 15

P2 8900 Mortise Exit Devices P2 8800 Rim Exit Devices

Options Series Type Function Technology Rail Size ET Trim/ Lever Finish Hand Door Width
Select from
pages 14-16

Select from P2 Exit Device Function  
chart above

E: 24 - 32"; F: 33 - 36";  
J: 37 - 42"; G: 43 - 48"

ET followed by lever  
designation from pages 8-10

Select from
page 8

RHR or 
LHR

If supplied, rails will
be cut to size

Example: P2-8878-IKMPS F ETL 32D RHR 36"

How to Order: Passport 1000 P2 Exit Devices with Magnetic Stripe only or Magnetic Stripe and Keypad

How to Order: Passport 1000 P2 Exit Devices with multiCLASS SE® Reader

All P2 Exit Devices feature:
•    Lever outside rigid except when in passage mode or valid user  

code entered
•   Always allows free egress
•   Request-to-Exit (REX): monitors rail position
•   Door Position Switch (DPS, part #52-3893) supplied; allows for  

full monitoring (shown on page 5)

P2 Exit Device Functions

*  Any retrofit or other field modification to a fire rated opening can potentially 
impact the fire rating of the opening, and Sargent Manufacturing Company 
makes no representations or warranties concerning what such impact may be 
in any specific situation. When retrofitting any portion of an existing fire rated 
opening, or specifying and installing a new fire-rated opening, please consult 
with a code specialist or local code official (Authority Having Jurisdiction) to 
ensure compliance with all applicable codes and ratings.

Options Technology Series Type Function Rail Size ET Trim/ Lever Finish Hand Door Width

Select from
pages 14-16

Select from P2 Exit Device Function  
chart above

E: 24 - 32"; F: 33 - 36";  
J: 37 - 42"; G: 43 - 48"

ET followed by lever
designation from pages 8-10

Select from 
page 8 RHR or LHR If supplied, rails will

be cut to size

Example: KP-P2-8878 F ETL 03 RHR 34"

Mortise Lock Exit Rim Exit
If the lock needs to have: Technology Series  Type & Function Technology Series  Type & Function
Magnetic Stripe only 
Key override  P2  8977  P2  8877
No key override P2 8978 P2 8878
Magnetic Stripe & Keypad
Key override KP- P2 8977 KP- P2 8877
No Key override KP- P2 8978 KP- P2 8878

Series Type & Function Technology Series Type & Function Technology
iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Key override P2 8977 IKMPS* P2 8977 IKMPS*
No Key override P2 8978 IKMPS* P2 8978 IKMPS*
iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Key override P2 8977 IMPS* P2 8977 IMPS*
No Key override P2 8978 IMPS* P2 8978 IMPS*
FeliCa, keypad, mag stripe, Prox
Key override P2 8977 CKMP* P2 8977 CKMP*
No Key override P2 8978 CKMP* P2 8978 CKMP*
FeliCa, mag stripe, Prox
Key override P2 8977 CMP* P2 8977 CMP*
No Key override P2 8978 CMP* P2 8978 CMP*

* For Bluetooth Smart support, add "B" to the beginning of the technology code. 

P2 80 Series Exit Devices
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Add the advanced access control capabilities of Passport 1000 to existing exit devices. Our retrofit 
kits make it easy to upgrade your campus security without the hassle and expense of replacing the 
entire exit device.  

Retrofit Kits for Von Duprin® 98/99 Series Rim Exit Devices

Features:
• Key override compatible with a variety of rim cylinders. Trim prepped for cylinder (not included).
• Available with all Passport 1000 P2 credential options
•  Provides complete coverage of door prep for Von Duprin 996 trim; call 800-810-WIRE for 

information on door prep coverage for other trims
• Available with Studio Collection, Coastal Series, and all standard levers
• Available in the same finishes as Passport 1000 exit devices with ET trim (see page 8) 
•  Mechanical trim available for double door applications. Refer to accessories (page 13)  

for ordering information.

Specifications:
• Meets ANSI/BHMA Grade 1 requirements
• UL/ULC Listed for fire doors*
• Requires Von Duprin RX switch assembly #050251-00 (supplied by others)

* Any retrofit or other field modification to a fire rated opening can potentially impact the fire rating of the opening, and Sargent Manufacturing Company makes no representations or warranties 
concerning what such impact may be in any specific situation. When retrofitting any portion of an existing fire rated opening, or specifying and installing a new fire-rated opening, please consult with a 
code specialist or local code official (Authority Having Jurisdiction) to ensure compliance with all applicable codes and ratings.

Passport 1000 P2

Technology Series Function Outside Trim Levers Finish Hand

Select from P2 Retrofit Kit Function chart above Select lever and finish from pages 8-10 RHR or LHR

KP-P2-231 x EK1 G 26D LHR

How to Order: Passport 1000 P2 Exit Device Retrofit Kits with Magnetic Stripe Only or Magnetic Stripe and Keypad

Series Function Technology Outside Trim Levers Finish Hand

Select from P2 Retrofit Kit Function chart above Select lever and finish from pages 8-10 RHR or LHR

P2-231 x IKMPS x EK1 G 26D LHR

How to Order: Passport 1000 P2 Exit Device Retrofit Kits with multiCLASS SE® Reader

If the retrofit kit needs to have: Then select:
Technology Series Function Outside Trim

Magnetic Stripe only P2 231 EK1
Magnetic Stripe & Keypad KP P2 231 EK1

Series Function Outside Trim Technology

iCLASS, keypad, mag stripe, Prox, smart card 
(MIFARE, DESFIRE)

P2 231 EK1 IKMPS*

iCLASS, mag stripe, Prox, smart card  
(MIFARE, DESFIRE)

P2 231 EK1 IMPS*

FeliCa, keypad, mag stripe, Prox P2 231 EK1 CKMP*

FeliCa, mag stripe, Prox P2 231 EK1 CMP*
* For Bluetooth Smart support, add "B" to the beginning of the technology code. 

Exit Device Retrofit Kits
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Escutcheons
• Key button text is recessed to prevent wear
• Zinc die cast
•  A multi-colored LED indicates valid/invalid entries
•  Outside Escutcheon Projection is 1-5/8" (41mm)
•  Inside Escutcheon Projection is 1-5/8" (41mm)

Passport 1000 P2 Multi-Point Lock Functions

Mechanical Features
•  Certified to ANSI/BHMA A156.37 Series 1000 

Operational Grade 1 and Security Grade 1
•  Motor driven 8200 Series Mortise Lock
•  1-3/4" thick door only; fully integrated – FM7300 is part 

of a complete ASSA ABLOY windstorm solution utilizing 
Ceco StormPro® 361 and Curries StormPro® 361 doors 
and frames and McKinney® StormPro® hinges

•  Stainless steel non-handed deadlocking latch
•  Not available with SC- or SE- options
•  Handed, easily field reversible without disassembling 

lockbody

•  Lever trim through-bolted for increased security and 
durability

•  Concealed vertical assembly (rods, latches and cassette) 
pre-installed in door

•  Concealed vertical assembly (rods, latches and cassette) 
pre-installed in door

•  UL/ULC Listed for fire doors*
•  FCC certified
•  Windstorm certification information is listed in the 

Sargent FM7300 Series catalog

Standard P2 Multi-Point Locks feature:
•  Outside lever rigid except when in "passage" mode or 

valid user code entered
•  Trim inside always retracts latch and/or deadbolt
•  Guardbolt deadlocks latch
•  Latchbolt Monitoring: monitors latchbolt position
•  Door Position Signaling: monitors door position
Deadbolt Function Features:
•  When deadbolt thrown, outside lever operable only with 

predetermined code
•  Deadbolt Monitoring: monitors deadbolt position 
•  1" hardened stainless steel deadbolt
•  No key override with deadbolt: Deadbolt projected and 

retracted by thumbturn or key
• Key Override with deadbolt: Key outside retracts 

deadbolt. Key outside also retracts latch and unlocks  
outside when trim is locked electronically

• Top and bottom rods retracted by lever
• Deadbolt projected and retracted by thumbturn or key

Options Technology Series Type Function Roses Levers Finish Hand
Select from pages 14-16 Select from P2 Multi-Point Lock Function chart above Select rose, lever and finish from pages 8-10 RHR, LHR, RH or LH

Example: KP-P2-FM73277 LN MX 26D RH 

Options Series Type Function Technology Roses Levers Finish Hand
Select from pages 14-16 Select from P2 Multi-Point Lock Function chart above Select rose, lever and finish from pages 8-10 RHR, LHR, RH or LH

Example: P2-FM73277-IKMPS LN MX 26D RH 

P2 Multi-Point Lock Functions

How to Order: Passport 1000 P2 Multi-Point Locks with Magnetic Stripe Only or Magnetic Stripe and Keypad

How to Order: Passport 1000 P2 Multi-Point Locks with multiCLASS SE® Reader

*  Any retrofit or other field modification to a fire rated opening can potentially impact the fire rating of the opening, and Sargent Manufacturing Company 
makes no representations or warranties concerning what such impact may be in any specific situation. When retrofitting any portion of an existing fire rated 
opening, or specifying and installing a new fire-rated opening, please consult with a code specialist or local code official (Authority Having Jurisdiction) to 
ensure compliance with all applicable codes and ratings.

If the lock needs to have: Then select:
Technology Series Type Function

Magnetic Stripe only
Deadbolt and no key override** P2 FM73 277
Key override with deadbolt                                            P2 FM73 276
Magnetic Stripe & Keypad
Deadbolt and no key override** KP- P2 FM73 277
Key override with deadbolt                                           KP- P2 FM73 276

Series Type Function Technology
iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Deadbolt and no key override** P2 FM73 277 IKMPS*
Key override with deadbolt                                          P2 FM73 276 IKMPS*
iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE)
Deadbolt and no key override** P2 FM73 277 IMPS*
Key override with deadbolt                                         P2 FM73 276 IMPS*
FeliCa, keypad, mag stripe, Prox
Deadbolt and no key override** P2 FM73 277 CKMP*
Key override with deadbolt                                        P2 FM73 276 CKMP*
FeliCa, mag stripe, Prox
Deadbolt and no key override** P2 FM73 277 CMP*
Key override with deadbolt                                            P2 FM73 276 CMP*

The Passport 1000 P2 FM7300 Series lock is a multi-point, deadlocking system developed to help protect lives while 
securing a community shelter and/or safe room entry.

Sturdy heavy-duty steel components firmly secure the door within the frame – at top, bottom, and center latch 
points – fortifying the opening during a windstorm event. The FM7300 Series is UL-listed for FEMA P361 (2015), FEMA 
P320 (2014) and ICC 500 2014 capable of withstanding severe wind speeds and flying debris. This device consists of 
concealed vertical rods with top and bottom latching complemented by an EAC mortise lock with a latchbolt and 
deadbolt at the center of the door and an optional indicator to show the status of the top and bottom latches.

The lever rotation retracts the top bolt, the bottom bolt, and center bolts simultaneously. When retracted, the bolts are 
held in position as the door swings. As the door closes, the hold-back feature engages the frame and the top, center, and 
bottom bolts project simultaneously. With the deadbolt thrown, this system protects room occupants from threatening 
conditions. The FM7300 Series device can be used on fire-rated doors.

* For Bluetooth Smart support, add "B" to the beginning of the technology code.  
** Deadbolt required for escape return functionality (a residential requirement in Canada).

P2 FM7300 SeriesMulti-Point Locks
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Passport 1000 P2 products are available with the following identified lever designs to provide uniformity throughout a facility. Lever projection from door 
surface varies with lock type. P2 mortise locks and cylindrical locks are specified by rose design followed by the lever designation (e.g., LNMX). P2 Exit 
devices are specified by the ET designation followed by the lever designation (e.g., ETMX).

Note: Exit devices are only available with ET Trim

Finishes
SARGENT offers many different finishes for P2 products. Please reference the chart below for 
finishes available.

ET Lever Trim for Exit Devices

13/16" (21mm)1-13/16" (46mm)

8-1/16" 
(205mm)

3-9/16" MAX (90mm)

The 700 Series ET 
and Lever Control  
is the external 
trim with all P2-80 
Series exit devices
ET Escutcheons  
and levers are 
plated brass 
Stainless steel 
levers are available

Handing

‡  Exit Devices ordered in 32 or 32D will have the ET trims supplied in 26 or 26D; for nickel finished ET trims, specify 14 or 15 
finish and the exit will be supplied in 32 or 32D accordingly

∞ Only available with exit devices, the external trim will be supplied in 26 or 26D accordingly

 Finishes ANSI Mortise
Locks

Cylindrical
Locks

Exit
Devices

03 Bright brass 605 X X X

04 Satin brass 606 X X X

09 Bright bronze 611 X X X

10 Satin bronze, clear powder 612 X X X

10B Oxidized satin bronze oil rubbed 613 X X X

10BE Dark oxidized satin bronze - equivalent 613E X X X

10BL Oxidized satin bronze, clear power coat – X X X

14‡ Bright nickel, clear coated 618 X X X

15‡ Satin nickel, clear coated 619 X X X

20D Dark statuary bronze, clear powder coat – X X X

26‡ Bright chrome 625 X X X

26D‡ Satin chrome 626 X X X

32∞ Bright stainless steel 629 X – X

32D∞ Satin stainless steel 630 X – X

BSP Black suede powder coat – X X X

WSP White suede powder coat – X X X

Left Hand Door

LH

Outside

Right Hand Door

RH

Outside

Right Hand Reverse Door

Outside

RHR

Left Hand Reverse Door

LHR

Outside

Finishes, ET Trim and Handling
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

Levers

Note: P2-8200 mortise locks with standard levers are available with LN 
and O roses only (not available with CO, CR, TO & TR roses)

Note: P2-8200 mortise locks with Coastal Series levers are available with 
CR & TR roses (Not available with LN, O, CO & TO roses)

Standard Levers

 Lever Design Handed Mortise
Locks

Cylindrical
Locks

Exit
Devices

A Yes X  X

B – X X X

E – X  X

F – X  X

J – X X X

L – X X X

P – X X X

W – X  X

Coastal Levers

 Lever Design Handed Mortise
Locks

Cylindrical
Locks

Exit
Devices

C – X  X

G Yes X X X

R – X  X

S Yes X  X

Y Yes X X X

Passport 1000 P2 products are available with the following identified lever designs to provide uniformity throughout a facility. Lever projection from 
door surface varies with lock type. P2 mortise locks and cylindrical locks are specified by rose design followed by the lever designation (e.g., LNMX). P2 
Exit devices are specified by the ET designation followed by the lever designation (e.g., ETMX).

The thumbturn backplate will match the rose design chosen. The turn designation must be specified as an option before the lock order string. 
*The standard thumbturn will be supplied if T1, T2 or T3 are not listed. See page 9 in the 8200 mortise lock catalog for more information.

Roses Design Diameter Mortise
Locks

Cylindrical
Locks

LN  2" X  

CR  2-3/16" X  

TR  2-3/16" X  

O 2-3/4" X

E2 2-11/16" X  

Roses Design Diameter Mortise
Locks

Cylindrical
Locks

E3 2-1/16" X  

CO  2-3/4" X  

TO  2-3/4" X  

L  3-1/2" X

G  3-1/2"  X

Roses

Thumbturns

T1 Turn T2 Turn T3 Turn Standard Turn*

1-1/2"
38mm

1-1/2" dia.
38mm

1-1/2" dia.
38mm

1-1/2" dia.
38mm

Standard and Coastal Series Levers, 
Finishes, ET Trim and Handling
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1. Lever returns within 1/2" (13mm) of door face
2.  Gramercy levers are customized. Refer to page 10 for ordering information.
3. Not available in 32D or 32 finish

Studio Collection Levers are available with the 8200 Series Mortise Locks. With Exit Device, the Studio Collection is available with the ET trim creating 
uniformity throughout a facility.

ET Lever Controls for Exit Devices

8-1/16" 
(205mm)

3-9/16" MAX (90mm)

The 700 Series ET and Lever Control 
is the external trim with all Profile 80 
Series exit devices
ET Escutcheons and levers are plated brass 
Stainless steel levers are available

   Notting Hill Series

Lever Design Handed Mortise
Locks

Exit
Devices

MQ3 Yes X X

MT2,3 Yes X X

MY1,3 Yes X X

Rialto Series

MO3 Yes X X

MZ1,3 Yes X X

Centro Levers

MD
 

– X X

MJ
 

– X X

MP2,3

 
– X X

ND1 – X X

NJ1 – X X

Aventura Series

 Lever Design Handed Mortise
Locks

Exit
Devices

MB
 

– X X

ME  – X X

MF
 

– X X

NF1 – X X

MG  – X X

MI
 

– X X

NI1 – X X

MW1  – X X

Odeon Series

MN2,3 Yes X X

MH3 Yes X X

MS3 Yes X X

MU3 Yes X X

MV3 Yes X X

NS1,3 Yes X X

NU1,3 Yes X X

MX1,3 Yes X X

Gramercy Levers**

 RCM2  – X X

RAL2  – X X

REM2  – X X

RAM2  – X X

RAS2 – X X

RAG2 – X X

RGM2 – X X

13/16" (21mm)1-13/16" (46mm)

Studio Collection Levers
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grip grip

shankshankshank

insert

REM RCM RAM, RAS, RAL

Lever Part Number Shank Finish* Insert Grip Finish

Plain† REM Polish Stainless (629) or  
Satin Stainless (630) n/a Polish Stainless (629) or 

Satin Stainless (630)

With Raised Band RCM Polished Stainless (629) n/a Polish Stainless (629) or 
Satin Stainless (630)

With Metallic Insert RAM Polished Stainless (629) Satin Stainless (630) Polished Stainless (629)

With Santoprenne Insert† RAS Polished Stainless (629) or  
Satin Stainless (630) Black (BK) Polish Stainless (629) or 

Satin Stainless (630)

With Leather Insert† RAL Polished Stainless (629) or  
Satin Stainless (630)

Black (BK) or 
Brown (BN)

Polish Stainless (629) or 
Satin Stainless (630)

* Rose finish is designated by shank finish selected, escutcheon finish will be 14 or 15 finish accordingly
† Grip finish must match shank finish

To order Gramercy Series levers with SARGENT products, see the examples below. When specifying finish, use the last two digits of the BHMA standard 
finish code, i.e. use "29" for polished stainless, BHMA finish 629.

Options Series/ 
Type Function Technology Rose Lever Shank Finish* Insert 

Finish Grip Finish Hand

Select from
pages 14-16 P2-82 Select from 

page 4
Select from 

page 4
Select from

below
Leather 
insert

Polished or 
satin stainless

Black or 
Brown

Polished or 
satin stainless

RHR, RH, 
LHR, or LH

10- P2-82 276 IKMPS LN RAL 29 BN 29 RH

How to Order: P2- Mortise Lock with Gramercy Levers

Options Series Type Function Technology Rail Size Trim Lever Shank 
Finish*

Insert 
Finish

Grip 
Finish Hand Inside 

Finish
Door 

Width
Select 
from 
pages 
14-16

Select from page 6 E, F,
J or G

ET 
Series

Leather 
insert

Polished 
or satin 

stainless

Select
from 

above

Polished 
or satin 

stainless

RHR or  
LHR

Select
from  

page 8 
 

10- P2- 88 77 IKMKPS F ET RAL 29 BN 29 RHR 32D 36"

How to Order: P2- Exit Device x Gramercy Levers

Elements of Gramercy Series Levers

12

Ordering Gramercy Series  
Levers and Rose Designs



90
66

6 
   0

3/
19

 
Co

py
rig

ht
©

 2
00

8-
20

19
, S

ar
ge

nt
 M

an
uf

ac
tu

rin
g 

Co
m

pa
ny

, a
n 

AS
SA

 A
BL

O
Y 

G
ro

up
 c

om
pa

ny
. A

ll 
rig

ht
s r

es
er

ve
d.

 
 

 
 

Re
pr

od
uc

tio
n 

in
 w

ho
le

 o
r i

n 
pa

rt
 w

ith
ou

t t
he

 e
xp

re
ss

 w
rit

te
n 

pe
rm

is
si

on
 o

f S
ar

ge
nt

 M
an

uf
ac

tu
rin

g 
Co

m
pa

ny
 is

 p
ro

hi
bi

te
d.

13

Passport 1000 P2

1-800-727-5477 • www.sargentlock.com

52-5373 Door Position Switch (DPS)
• SPST concealed switch (2 wire)
• Metal Door adapter included
•  3/8" Diameter for wood door
•  3/4" Diameter for metal door
•    Supplied with P2 Exit Devices and Bored Locks

Model 
3521
3541
3551
3571
  737
3520
3540
3550
3570
  738

Description
12V - 1 Amp power supply
12V - 3 Amp power supply
12V - 4.5 Amp power supply
12V - 6 Amp power supply
12V - 5 Amp 1 hour backup battery
24V - 1 Amp power supply
24V - 2 Amp power supply
24V - 4 Amp power supply
24V - 6 Amp power supply
24V - 5 Amp 1 hour backup battery

Hard Power Option (91-)

12VDC & 24VDC Power Supplies
•   UL Class 2 Listed filtered and regulated 

supply
•    Four 12V models and four 24V models 

available
•    Integral battery charging capability keeps 

sealed lead acid gel/cell at full charge in 
case of line voltage failure (737-battery 
sold separately)

•    Fused line voltage input with one, four, or 
eight DC outputs (depending on model)

•  Each circuit can be individually turned on 
and off via a slide switch; the power status 
of each is shown  
by an LED

•    In the event of a DC short, the problem is 
confined to the zone  
of difficulty

• Fire alarm interface standard

ElectroLynx® hinges and harnesses required for hard-powered Passport 1000 P2 applications 
are available through McKinney.

The Hard Power option (91-) is recommended for high traffic doors or openings that require 
online behavior. Hard powering a Passport 1000 P2 allows the lock to operate in an always 
connected mode. The P2 allows hard powering via an input of 12 to 24V DC and draws 200mA 
at 12V DC in always connected mode. SARGENT offers a range of power supplies suitable for 
this application.

52-3852 IN120 Adapter Cable
•    Included with 91- prefix option units
•  Allows for hard powering (91-) of Passport 1000 P2  

or IN120 (required for certain monitoring features)
• Compatible with ElectroLynx® system

 
52-0782 

 
 
 
 
 
 
 

For use with 
Passport 

Escutcheon

Weatherseal Gasketing
 

52-0263 
 
 
 
 
 
 
 

For use with 
ET Trim

   
97-0773 

 
 
 
 
 
 
 

For use with 
EK1 Exit Trim

•  Provides sealing between outside escutcheon 
and door for exterior applications

•  Gasketing (included) recommended for non-fire 
rated exterior applications

Accessories
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Passport 1000 P2 Cylindrical Lock Replacement Parts
52-5373 Door position switch kit
10-3407 Lockbody - standard cylinder
10-3412 Lockbody - LFIC
10-3417 Lockbody - SFIC

Passport 1000 P2 Rim Exit Device Replacement Parts
Part No. Description
52-5373 Door position switch kit
97-3562-5126 Exit trim (ET) with cylinder
97-3563-5126 Exit trim (ET) without cylinder
52-3891 Motor assembly

Passport 1000 P2 Mortise Exit Device Replacement Parts
Part No. Description
52-5373 Door position switch kit
P2-777-8-ETL-[finish] Exit trim (ET) with cylinder
P2-778-8-ETL-[finish] Exit trim (ET) without cylinder
52-3891 Motor assembly

Electronics
Part No. Description
52-3583-[finish] Outside escutcheon assembly, mag stripe
52-3582-[finish] Outside escutcheon assembly, mag stripe and keypad
52-4759-[finish] Outside escutcheon assembly, iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE)

52-4894-[finish] Outside escutcheon assembly, iCLASS, keypad, mag stripe, Prox, smart card (MIFARE, DESFIRE), Bluetooth Smart-
enabled mobile phones

52-4777-[finish] Outside escutcheon assembly, iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE)

52-4895-[finish] Outside escutcheon assembly, iCLASS, mag stripe, Prox, smart card (MIFARE, DESFIRE), Bluetooth Smart-enabled  
mobile phones

52-4787-[finish] Outside escutcheon assembly, FeliCa, keypad, mag stripe, Prox
52-4796-[finish] Outside escutcheon assembly, FeliCa, keypad, mag stripe, Prox, Bluetooth Smart-enabled mobile phones
52-4788-[finish] Outside escutcheon assembly, FeliCa, mag stripe, Prox
52-4797-[finish] Outside escutcheon assembly, FeliCa, mag stripe, Prox, Bluetooth Smart-enabled mobile phones
52-5409 WiFi controller assembly
52-4779 Mounting plate assembly
52-4776 -[finish] Inside escutcheon assembly with privacy button

Passport 1000 P2 Mortise Lock Replacement Parts
P2-82276-[finish] Lockbody with deadbolt and cylinder
P2-82277-[finish] Lockbody with deadbolt, without cylinder
P2-82278-[finish] Lockbody without deadbolt, with cylinder
P2-82279-[finish] Lockbody without deadbolt, without cylinder

Replacement Parts
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To order options listed below, list the alpha or numerical code before the product model number

Mechanical Options:

Add Strength 3- Stainless steel hubs for institutional specifications (mortise locks only)

Fire Rated 12- UL Fire Label Exit hardware (exit devices only, not available with 16- & HK-)

Cylinder Dogging
16- Cylinder lockdown (non-fire rated exit devices only)

LD- Less hex key dogging (non-fire rated exit devices only)

Less Touch Pad 19- Pushbar without Lexan touchpad (exit devices only)

10 Line Backsets
23- 3-3/4" Backset x 2-1/4" x 1-1/8" Front (10 Line only)

25- 5" Backset x 2-1/4" x 1-1/8" Front (10 Line only)

Strike Options

23- 4-7/8" (124mm) ANSI flat lip strike (8900 mortise lock exit device & mortise locks only)

28- 4-7/8" Strike #808. Lip length 1-1/4 (10 Line only)

OBS- Open Back Strike (for 82278 & 82279 only)

WBS- Wrought Box Strike (Not available for 80 series)

Security Fasteners
36- Six lobe security head screws

37- Spanner head screws

3/4" Latch Throw 41- 3/4" (19mm) throw latch x 2-3/4" (70mm) backset (10 Line only)

Flush End cap 43- Flush End Cap (exit devices only)

Tactile Warning 
Options

75- Tactile Warning - Milled Inside Lever (Not available with Exit Devices, Studio & Coastal Levers and the A Lever)

76- Tactile Warning - Milled Outside Lever (Not available with Studio & Coastal Levers and the A Lever)

77- Tactile Warning - Milled Inside & Outside Lever  
(Not available with Exit Devices, Studio & Coastal Levers and the A Lever)

85- Tactile Warning - Abrasive Coating on Inside Lever (or Push Rail for Exits)

86- Tactile Warning - Abrasive Coating on Outside Lever 

87- Tactile Warning - Abrasive Coating on Outside Lever & Inside Lever (or Push Rail for Exits)

Finish Protection
CPC- Clear Powder Coat (Available for 26, 26D, 32 & 32D Finishes)

SG- MicroShield® antimicrobial clear powder coat

SARGuide PL- SARGuide™ PL – Photoluminescent Coated Push Rail – (Touchpad eliminated) (Not available 75-, 77 & TL-)

Hurricane-Resistant 
exit devices

HC- Hurricane Code (rim exit devices only, see page 14 for details)

WS- Windstorm Rated (rim & mortise lock exit devices only, see page 14 for details)

Electrical Options 91- Power/Remote Unlocking wiring harness

Handing

Right Hand Door Left Hand Reverse Door Right Hand Reverse Door

RH LHR

Left Hand Door

LH

Outside OutsideOutside Outside

RHR

Cylinder Options
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Note: More Cylinder Options on the following page

Cylinder Options:

Degree Key 
System

DG1- SARGENT Degree Key System Level 1

DG1-21- Degree Level 1 Construction Master Keying

DG1-60- Degree Level 1 Removable Disposable Construction Core (not available with cylindrical locks)

DG1-63- Degree Level 1 Removable Core (not available with cylindrical locks)

DG1-64- Degree Level 1 Removable Construction Keyed LFIC (not available with cylindrical locks)

DG1-65- Degree Level 1 Unassembled/Uncombined Core

DG1-78- Degree Level 1 Exposed Plug (not available with cylindrical locks or exit devices)

DG2- SARGENT Degree Key System Level 2

DG2-21- Degree Level 2 Construction Master Keying

DG2-60- Degree Level 2 Removable Disposable Construction Core (not available with cylindrical locks)

DG2-63- Degree Level 2 Removable Core (not available with cylindrical locks)

DG2-64- Degree Level 2 Removable Construction Keyed LFIC (not available with cylindrical locks)

DG2-65- Degree Level 2 Unassembled/Uncombined Core

DG2-78- Degree Level 2 Exposed Plug (not available with cylindrical locks or exit devices)

DG3- SARGENT Degree Key System Level 3

DG3-21- Degree Level 3 Construction Master Keying

DG3-60- Degree Level 3 Removable Disposable Construction Core (not available with cylindrical locks)

DG3-63- Degree Level 3 Removable Core (not available with cylindrical locks)

DG3-64- Degree Level 3 Removable Construction Keyed LFIC (not available with cylindrical locks)

DG3-78- Degree Level 3 Exposed Plug (not available with cylindrical locks or exit devices)

Signature Key 
System

10- SARGENT Signature Key System (Not Available with other Key Systems) 

10-21- SARGENT Signature Construction Key System (Lost Ball) 
Signature  
Large Format 
Interchangeable 
Core

10-63- SARGENT Signature Large Format Interchangeable Core (Removable Core) Cylinder

XC- Key System
11- XC Key System (not available with 10-, 22-) 

11-21- XC- Construction Key System (Lost Ball) 

XC- Large Format 
Interchangeable 
Core

11-60- Hardware to accept XC- Permanent LFIC (Removable Core), Disposable Plastic Core- provided

11-63- Hardware provided with XC- LFIC (Removable Core) Cylinder - (Includes masterkeying, grand masterkeying)

11-64- Hardware provided with Keyed construction core to accept XC- LFIC (Removable) Permanent Core (ordered separately)

XC- 
Interchangeable 
Cores

11-70-7P- Hardware to accept XC- SFIC ( 7-Pin) XC- Permanent Cores, Plastic Disposable Core Provided (10 Line J lever not available)

11-72-7P- Hardware to accept XC- SFIC (7-Pin Keyed Construction Core provided) cylinder Permanent Core ordered 
separately (10 Line J lever not available)      

11-73-7P-
Hardware supplied with XC- Small Format 7-Pin interchangeable core (Includes masterkeying, grand 
masterkeying)  
(10 Line J lever not available)    

11-65-73-7P- Hardware provided to accept XC- Uncombinated 7-Pin SFIC (Permanent) Core (10 Line J lever not available)

To order options listed below, list the alpha or numerical code before the product model number

Cylinder Options and 
Shipping Information



90
66

6 
   0

3/
19

 
Co

py
rig

ht
©

 2
00

8-
20

19
, S

ar
ge

nt
 M

an
uf

ac
tu

rin
g 

Co
m

pa
ny

, a
n 

AS
SA

 A
BL

O
Y 

G
ro

up
 c

om
pa

ny
. A

ll 
rig

ht
s r

es
er

ve
d.

 
 

 
 

Re
pr

od
uc

tio
n 

in
 w

ho
le

 o
r i

n 
pa

rt
 w

ith
ou

t t
he

 e
xp

re
ss

 w
rit

te
n 

pe
rm

is
si

on
 o

f S
ar

ge
nt

 M
an

uf
ac

tu
rin

g 
Co

m
pa

ny
 is

 p
ro

hi
bi

te
d.

17

Passport 1000 P2

1-800-727-5477 • www.sargentlock.com 17

Cylinder Options:

Construction
Key Systems

21- SARGENT Lost Ball Construction Keying for Conventional, XC and Signature Series (N/A with 63- or 73-)

22- SARGENT Construction Split Key System for Conventional Cylinders (Existing Systems Only) (N/A with 10-, 11-, 63- or 73-)

Old Style
Removable Core

51- Removable Core Cylinder (Old Style) provided (Existing Systems Only)

52- Removable Construction Core (Old Style) Permanent core ordered separately (Existing Systems Only)

Large Format 
Interchangeable
Core

60- Hardware to accept SARGENT Permanent LFIC (Removable Core), Disposable Plastic Core provided
(Permanent Cores ordered separately)

63- Hardware provided with LFIC (Removable Core) Cylinder - (Includes masterkeying, grand masterkeying)

64- Hardware provided with Keyed construction core to accept LFIC (Removable) Permanent Core (ordered separately)

Interchangeable 
Cores

70- Hardware to accept 6 or 7-Pin SFIC Permanent Cores, Plastic Disposable Core provided (10 Line J lever not available)

72- Hardware to accept 6 or 7-Pin SFIC (Keyed Construction Core provided) Cylinder (10 Line J lever not available)
(Permanent Core ordered separately)

73- Hardware supplied with 6 pin SFIC (Includes masterkeying, grand masterkeying) (10 Line J lever not available)

65-73- Hardware provided to accept Uncombinated 6-Pin SFIC (Permanent) Core (10 Line J lever not available)

65-73-7P- Hardware provided to accept Uncombinated 7-Pin SFIC (Permanent) Core (10 Line J lever not available)

73-7P- Hardware supplied with Small Format 7-Pin Interchangeable Core (Includes masterkeying, grand masterkeying)
(10 Line J lever not available)

Keso &
Keso F1

81- Hardware provided with housings to accept Keso (83) & Keso F1 (F1-83-) removable cores  
(Not available with 10 Line) (Permanent Cores ordered separately)

82- Hardware provided with SARGENT Keso Security Cylinder

F1-82- Hardware provided with SARGENT Keso F1 Security Cylinder (Patented)

83- Hardware supplied with SARGENT Keso Security Removable Core cylinder (Not available with 10 Line)

F1-83- Hardware supplied with SARGENT Keso F1 Security Removable Core cylinder (Not available with 10 Line) (Patented)

84- Hardware provided with SARGENT Keso Construction Cores (Not available with 10 Line)
(Permanent Cores ordered separately)

Bump Resistant BR- Bump Resistant Cylinder (Available with Conventional & Conventional XC Cylinders Only)

Less Cylinder LC- Hardware supplied less cylinder

Accept Schlage 
Cylinders

30- Lever to accept Schlage Cylinder-Cylinder is not provided (10 Line only)

SF- L Lever to accept Medeco KeyMark Large Format  
Interchangeable and Schlage Full Size Interchangeable Core (10 Line only)

Schlage Keyways
SC- Schlage C keyway cylinder, 0 bitted (Not available with 8900 Series Exit devices)

SE- Schlage E keyway cylinder, 0 bitted (Not available with 8900 Series Exit devices)

To order options listed below, list the alpha or numerical code before the product model number

Note: For V-10 Cylinders and information, contact ASSA, Inc. @ 800-235-7482

Hardware Shipping Weight Pc. Count/Carton

P2-82276 x lever trim (with cylinder & DB) 11.7 lbs (5.3 kg) 1/carton 

P2-82278 x lever trim (with cylinder) 11.2 lbs (5.1 kg) 1/carton 

P2-82277 x lever trim (w/o cylinder & w/ DB) 11.2 lbs (5.1 kg) 1/carton 

P2-82279 x lever trim (w/o cylinder & DB) 10.7 lbs (4.9 kg) 1/carton 

P2-10G77 with lever 10.1 lbs (4.6 kg) 1/carton 

P2-8977 with ET 23.0 lbs (10.4 kg) 1/carton 

P2-8877 with ET 21.0 lbs (9.5 kg) 1/carton 

Cylinder Options and 
Shipping Information

mwasowsk
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Passport 1000 P2

1-800-727-5477 • www.sargentlock.com18

Passport 10 Line cylindrical locks are 
UL Certified and Listed on the Florida Building Code Website for Hurricane-Resistant hardware: 

Passport 8200 Series mortise locks are 
UL Certified and Listed on the Florida Building Code Website for Hurricane-Resistant hardware:

•  UL Listed per ANSI/SDI-BHMA A250.13
•  ANSI/ASTM E330-2002
•  ANSI/ASTM E1886-2005
•  ASTM E1996-2009
•  Testing Application Standard (TAS) 201*
•  Testing Application Standard (TAS) 202*

•  UL Listed per ANSI/SDI-BHMA A250.13
•  ANSI/ASTM E330-2002
•  ANSI/ASTM E1886-2005
•  ASTM E1996-2009
•  Testing Application Standard (TAS) 201*
•  Testing Application Standard (TAS) 202*

Passport HC-8800 rim exit devices are 
UL Certified and Listed on the Florida Building Code Website for Hurricane-Resistant hardware:

•  Passport HC8800 for single and double door applications;  
8-0 max opening

•  UL Listed per ANSI/SDI-BHMA A250.13
•  ANSI/ASTM E330-2002
•  ANSI/ASTM E1886-2005
•  Testing Application Standard (TAS) 201*

Passport WS-8800 rim exit devices are 
UL Certified and Listed on the Florida Building Code Website for Hurricane-Resistant hardware:

•   Passport WS8800 for Single Hollow Metal 1-3/4" Thick Doors 
applications, 3’0" x 7’0" Max. Door with 6" Min Stile

•  UL Listed per ANSI/SDI-BHMA A250.13
•  ANSI/ASTM E330-2002
•  ANSI/ASTM E1886-2005
•  ASTM E1996-2009 

Passport WS-8900 mortise lock exit devices are 
UL Certified and Listed on the Florida Building Code Website for Hurricane-Resistant hardware:

•   Passport WS8900 available for Single Hollow Metals Doors 
applications 
for 1-3/4" Thick door, 3’0" x 7’0" Max. Door with 6" Min Stile

•  UL Listed per ANSI/SDI-BHMA A250.13
•  ANSI/ASTM E330-2002
•  ANSI/ASTM E1886-2005
•  ASTM E1996-2009

SARGENT Manufacturing Company offers a wide variety of products that meet building codes requiring Hurricane-Resistant certification. SARGENT 
products are independently tested to meet the requirements of the building codes as specified by the Florida Building Code, Miami Dade Code 
Requirements and in the International Building Code. Listed below are certifications and the test standards met by these products.

•  Testing Application Standard (TAS) 203*
   *  published in the Florida Building Code for use in the High Velocity Hurricane 

Zone (HVHZ)
•  UL Certification Directory ZHEM.R21744 Latching Hardware
•  UL Certification Directory ZHLL.R21744 Windstorm-rated Assemblies
•  Listed on Florida Building Code Website for Hurricane-resistance: FL6728-R1
•  Listed on Florida Building Code Website for Hurricane-resistance: FL4351-R1

•  Testing Application Standard (TAS) 203*
 *  published in the Florida Building Code for use in the High Velocity Hurricane 

Zone (HVHZ)
•  UL Certification Directory ZHEM.R21744 Latching Hardware
•  UL Certification Directory ZHLL.R21744 Windstorm-rated Assemblies
•  Listed on Florida Building Code Website for Hurricane-resistance: FL6728-R1
•  Listed on Florida Building Code Website for Hurricane-resistance: FL4351-R1

•  Testing Application Standard (TAS) 202*
•  Testing Application Standard (TAS) 203*
    *  published in the Florida Building Code for use in the High Velocity 

Hurricane Zone (HVHZ)
•  UL Certification Directory ZHEM.R21744 Latching Hardware
•  UL Certification Directory ZHLL.R21744 Windstorm-rated Assemblies
•  Listed on Florida Building Code Website for Hurricane-resistance: FL2998-R2

•  Testing Application Standard (TAS) 201*
•  Testing Application Standard (TAS) 202*
•  Testing Application Standard (TAS) 203*
    *  published in the Florida Building Code for use in the High Velocity 

Hurricane Zone (HVHZ)
•  UL Certification Directory ZHEM.R21744 Latching Hardware
•  Listed on Florida Building Code Website for Hurricane-resistance: FL4351-R1

•  Testing Application Standard (TAS) 201*
•  Testing Application Standard (TAS) 202*
•  Testing Application Standard (TAS) 203*
    *  published in the Florida Building Code for use in the High Velocity 

Hurricane Zone (HVHZ)
•  UL Certification Directory ZHEM.R21744 Latching Hardware
•  Listed on Florida Building Code Website for Hurricane-resistance: FL4351-R1

UL Listed Hurricane-Resistant  
Certifications & Florida Building Codes
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PRODUCT SPECIFICATIONS 

Elkay ezH2O® Bottle Filling Station with Bi-Level ADA Cooler Dual 
Hands Free Activation, Filtered Refrigerated Light Gray. Chilling 

Capacity of 8.0 GPH (gallons per hour) of 50 F drinking water, based 

on 80 F inlet water and 90 F ambient, per ASHRAE 18 testing. 
Features shall include Antimicrobial, Filtered, Green Ticker™, Hands 
Free, Laminar Flow, Real Drain, Visual Filter Monitor. Furnished with 
Flexi-Guard ® Safety Bubbler. Electronic Bottle Filler Sensor activation. 
Product shall be Wall Mount (On Wall), for Indoor applications, serving 
2 station(s). Unit shall be certified to UL 399 and CAN/CSA C22.2 No. 
120. Unit shall be lead-free design which is certified to NSF/ANSI 61 & 
372 (lead free) and meets Federal and State low-lead requirements.   

 

Special Features: Antimicrobial, Filtered, Green Ticker™, 
Hands Free, Laminar Flow, Real 
Drain, Visual Filter Monitor 

Finish: Light Gray Granite  

Power: 115V/60Hz 

Bubbler Style: Flexi-Guard ® Safety Bubbler 

Activation by: Electronic Bottle Filler Sensor 

Mounting Type: Wall Mount (On Wall) 

Chilling Capacity*: 8.0 GPH 

Full Load Amps 6 

Rated Watts: 370 

Dimensions (L x W x H): 36-3/4" x 19" x 39-1/16" 

Approx. Shipping Weight: 104 lbs. 

Installation Location: Indoor 

No. of Stations Served: 2 

*Based on 80° F inlet water & 90° F ambient air temp for 50° F chilled 
drinking water. 

 

     Visual Filter Monitor:  LED Filter Status Indicator for when filter  
       change is necessary. 

     Filter is certified to NSF 42 and 53 for lead, particulate,  
       chlorine, taste and odor reduction. 3,000 gal. capacity. 

 

     Green Ticker:  Informs user of number of 20  oz. plastic water 
       bottles saved from waste. 

 

     Laminar flow provides clean fill with minimal splash. 

     Silver Ion Antimicrobial protection on key plastic  
       components to inhibit the growth of mold and mildew. 

     Real Drain System eliminates standing water. 
 
 
 

COOLING SYSTEM 

     Compressor:  Hermetically-sealed, reciprocating type,  
       single phase.  Sealed-in lifetime lubrication. 

     Condenser:  Fan cooled, copper tube with aluminum  
       fins.  Fan motor is permanently lubricated. 

     Cooling Unit:  Combination tube-tank type.  Continuous 
       copper tubing with is fully insulated with EPS foam that  

  

 

Included with Product: Water Cooler (LZOOTL8WSLC), 
Bottle Filler (LZWSR), 
Filter 

 Ships in multiple boxes. 
AMERICAN PRIDE.  A LIFETIME TRADITION. 
Like your family, the Elkay family has values and traditions that 
endure. For almost a century, Elkay has been a family-owned and 
operated company, providing thousands of jobs that support our 
families and communities.  

PRODUCT COMPLIANCE 

ADA & ICC A117.1 

ASME A112.19.3/CSA B45.4 

Buy American Act 

CAN/CSA C22.2 No. 120 

GreenSpec® 

NSF/ANSI 42, 53, 61, & 372 (lead free) 

UL 399 

     

 

Complies with ADA & ICC A117.1 accessibility requirements when installed 
according to the requirements outlined in these standards. Installation may 
require additional components and/or construction features to be fully 
compliant. Consult the local Authority Having Jurisdiction if necessary. 

 
Installation Instructions (PDF) 
 
5 Year Limited Warranty on the refrigeration system of the unit.  
Electrical components and water system are warranted for 12 months 
from date of installation.  Warranty pertains to drinking water 
applications only.  Non-drinking water applications are not 
covered under warranty.  

Warranty (PDF) 
 

PART:________________________________QTY: _____________ 

PROJECT:______________________________________________ 

CONTACT:______________________________________________ 

DATE:__________________________________________________ 

NOTES:_________________________________________________

APPROVAL:_____________________________________________ 

http://www.elkay.com/products/details/lzootl8wslk
http://www.elkay.com/products/details/lzootl8wslk
http://www.elkayfiles.com/care-cleaning-install-warranty-sheets/1000005927.pdf
http://www.elkayfiles.com/care-cleaning-install-warranty-sheets/96993c.pdf
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       meets UL requirements for self-extinguishing material. 

     Refrigerant Control:  Refrigerant R-134a is controlled by  
       accurately calibrated capillary tube. 

     Temperature Control:  Easily accessible enclosed  
       adjustable thermostat is factory preset.  Requires no  
       adjustment other than for altitude requirements. 
 

 

 

Optional Accessories 

51300C 
Elkay WaterSentry Plus Replacement Filter (Bottle Fillers) 
 

Spec Sheet (PDF) 

 

 

LKAPREZL 
Elkay Cane Apron for EZ Gray 
 

Spec Sheet (PDF) 

 

 

MLP200 
In-wall Carrier for Bi-level On-wall Bottle Fillers, Coolers & Fountains 
 

Spec Sheet (PDF) 

 

 

98551C 
WaterSentry Filter Mounting Cover (Gray Granite) 
 

Spec Sheet (PDF) 

 

 

 

http://www.elkay.com/products/details/lzootl8wslk
http://www.elkay.com/products/details/lzootl8wslk
http://www.elkay.com/products/details/51300c
http://www.elkay.com/products/details/51300c
http://www.elkayfiles.com/spec-sheets/51300c_spec.pdf
http://www.elkayfiles.com/spec-sheets/51300c_spec.pdf
http://www.elkay.com/products/details/lkaprezl
http://www.elkay.com/products/details/lkaprezl
http://www.elkayfiles.com/spec-sheets/lkaprezl_spec.pdf
http://www.elkayfiles.com/spec-sheets/lkaprezl_spec.pdf
http://www.elkay.com/products/details/mlp200
http://www.elkay.com/products/details/mlp200
http://www.elkayfiles.com/spec-sheets/mlp200_spec.pdf
http://www.elkayfiles.com/spec-sheets/mlp200_spec.pdf
http://www.elkay.com/products/details/98551c
http://www.elkay.com/products/details/98551c
http://www.elkayfiles.com/spec-sheets/98551c_spec.pdf
http://www.elkayfiles.com/spec-sheets/98551c_spec.pdf
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Project Number: KSU-18S084

Project Name: Design Innovation Hub
PM EQUIPMENT LISTING REPORT VER 12/19

Consultant Fills Out

Contractor Fills Out

Kent State Fills Out

Item #1 Item #2 Item #3 Item #4 Item #5 Item #6 Item #7 Item #8 Item #9 Item #10 Item #11 Item #12 Item #13 Item #14 Item #15 Item #16 Item #17 Item #18 Item #19 Item #20 Item #21 Item #22

Equip. ID Description Serves Manufacturer Warranty 

Exp Date 

Usage Exp 

Vendor PO#

Vendor PO Equip. Type Model Serial No. Filter Size QTY Belt Size QTY PM interval Bldg. Room # Floor Condition Acc. Index CxA Y/N Assessment 

Date 

Acquisition Info 

Date Acquired     

Cost                          

PO#                    

Vendor

DIH-CWP-1 Chilled Water Pump Chilled Water for 

Building

TACO 1/1/2021 DI HUB Pump FI5011 550632/1 -
-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-CWP-2 Chilled Water Pump Chilled Water for 

Building

TACO 1/1/2021 DI HUB Pump FI5011 550632/2 -
-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-CWP-3 Chilled Water Pump Chilled Water for 

Kitchen

TACO 1/1/2021 DI HUB Pump 1915e 11256 -
-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HWP-1 Heating Water Pump Heating Water for 

Building 

TACO 1/1/2021 DI HUB Pump FI4011C 550631/7/1 -
-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HWP-2 Heating Water Pump Heating Water for 

Building 

TACO 1/1/2021 DI HUB Pump FI4011C 550631/7/2 -
-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HWP-3 Heating Water Pump RTU-1 PREHEAT TACO 6/1/2021 DI HUB Pump KV3007 560859 - - - - Semi-annual DIH Roof Roof Excellent ALLIED EQUIP

DIH-HWP-4 Heating Water Pump RTU-2 REHEAT TACO 6/1/2021 DI HUB Pump 2430 10912 - - - - Semi-annual DIH Roof Roof Excellent ALLIED EQUIP

DIH-AS-1 Air / Dirt Separator HEATING WATER TACO 1/1/2021 DI HUB AS 4908ADR-125 550631/2 - - - - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-EXT-1 Expansion Tank HEATING WATER TACO 1/1/2021 DI HUB Expansion 

Tank

CA-450 M7317.5C -
-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-EXT-2 Expansion Tank CHILLED WATER TACO 1/1/2021 DI HUB Expansion 

Tank

CA-90 550631/1 -
-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HX-1 Steam to Hot Water Heat Exchanger BUILDING HEATING 

WATER

TACO 1/1/2021 DI HUB HX

E16212-S 551355/1

-
-

- -

Semi-annual

DIH 134A 1st Excellent

ALLIED EQUIP

DIH-HX-2 Steam to Hot Water Heat Exchanger BUILDING HEATING 

WATER

TACO 1/1/2021 DI HUB HX

E16212-S 551355/2

-
-

- -

Semi-annual

DIH 134A 1st Excellent

ALLIED EQUIP

DIH-SRV-1 Steam Safety Relief Valve Steam Relief - Set to 30-

psig

WATSON MCDANIEL 7/1/2021 DI HUB Relief Valve SVI-20F-22F-N 293209/1 -
-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HPRV-1 Hydronic Pressure Reducing Valve BUILDING HEATING 

WATER

WATTS 8/7/2021 DI HUB Pressure 

Reducing  

Valve 

LFU5B - -

-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HRV-1 Hydronic Relief Valve BUILDING CHILLED 

WATER

WATTS 8/7/2021 DI HUB Relief Valve 530C - -
-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-HRV-2 Hydronic Relief Valve BUILDING HEATING 

WATER

WATTS 8/7/2021 DI HUB Relief Valve 174A - -
-

- - Annual DIH 134A 1st Excellent ALLIED EQUIP

DIH-SPRV-1 Steam Pressure Reducing Valve Steam Reducing Valve 

for Heat Exchangers 

(Set at 15 psig)

SPENCE 8/7/2021 Reducing 

Valve

Type E E-C1G9A1 417697 0719 -

-

- - Annual DIH 134A 1st Excellent W.M. WILSON CO

DIH-SPRV-2 Steam Pressure Reducing Valve Steam Reducing Valve 

for Heat Exchangers 

(Set at 12 psig)

SPENCE 8/7/2021 Reducing 

Valve

Type E E-C1H9A1 417697 0719 -

-

- - Annual DIH 134A 1st Excellent W.M. WILSON CO

DIH-T-1 Steam Trap High Pressure Drip 

Trap

ARMSTRONG 8/7/2021 Steam Trap CD-33 A299913C-1 -
-

- - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-2-1 Steam Trap HX-1 ARMSTRONG 8/7/2021 Steam Trap KD A299913C-2 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-2-2 Steam Trap HX-1 ARMSTRONG 8/7/2021 Steam Trap KD A299913C-3 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-2-3 Steam Trap HX-2 ARMSTRONG 8/7/2021 Steam Trap KD A299913C-4 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-2-4 Steam Trap HX-2 ARMSTRONG 8/7/2021 Steam Trap KD A299913C-5 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-2-5 Steam Trap SPR Station Drip Trap ARMSTRONG 8/7/2021 Steam Trap KD A299913C-6 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-3 Steam Trap Snowmelt System ARMSTRONG 8/7/2021 Steam Trap B A299913C-7 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

DIH-T-4 Steam Trap Drip Trap ARMSTRONG 8/7/2021 Steam Trap 811 A299913C-8 - - - - Annual DIH 134A 1st Excellent MERLO ENERGY

CP-1 Steam Condensate Return Pump Builing Steam 

Condensate Return to 

SSPP Boiler System

WATSON MCDANIEL 7/1/2021 DI HUB Condensate 

Pump

PMPC 293209/2 -

-

- - Semi-annual DIH 134A 1st Excellent ALLIED EQUIP

12x24x4 MERV 14 3

16x20x4 MERV 14 2

20x24x4 MERV 14 6

12x24x2 MERV 8 6

16x20x2 MERV 8 4

20x24x2 MERV 8 12

16x25x4 MERV 14 4

20x25x4 MERV 14 3

16x25x2 MERV 8 8

20x25x2 MERV 8 6

16x20x4 MERV 14 6

16x20x2 MERV 8 12

16x25x4 MERV 13 4

20x25x4 MERV 13 3

16x25x2 MERV 8 4

20x25x2 MERV 8 3

24x24x4 MERV13 16

24x24x2 MERV 8 16

12x24x4 MERV 13 3

16x20x4 MERV 13 2

20x24x4 MERV 13 6

12x24x2 MERV 8 3

16x20x2 MERV 8 2

TRANE- Quarterly DIH Roof Roof ExcellentRTU CSAA030UB H20B09828 -DIH-RTU-2 Rooftop Makeup Air Unit DIH Instructional 

Kitchen

TRANE NJD4266/8/2021

K19H67180 TRANE

NJD4267/14/2021TRANE3rd Floor Kitchen and 

Dining

Rooftop Makeup Air UnitDIH-RTU-1 Quarterly--K19LK86723PSCA062UBAA0RTU

TRANESecond Floor 

Production Kitchen

Makeup Air Unit

Air Handling UnitDIH-AHU-3

TRANEExcellentRoofRoofDIH

CSAA012UAAHUNJD4264/9/2022TRANEAuditorium 134ADIHQuarterly--

DIH

CSAA021UA 134ADIHQuarterly--K19G66639

DIH-MAU-1 Quarterly--K19G66606CSAA021UAMAU

Air Handling UnitDIH-AHU-2 AHUNJD4264/2/2022TRANEOA FCU 2nd Floor 

South, 3rd Floor Sout

NJD4263/27/2022 TRANEExcellent1st 134A

Excellent1st 

Excellent1st OA FCU 1st Floor, 2nd 

Floor North

Air Handling UnitDIH-AHU-1

TRANEExcellent1st 

K19G66622CSAA030UAAHUNJD4264/9/2022TRANE 134ADIHQuarterly-- TRANE
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20x24x2 MERV 8 6

DIH-ECU-1 Environmental Conditioning Unit Rm 149 MITSUBISHI 1/14/2025 NJD426 ECU PKA-A24KA7 9YM08888 Washable 1 - - Quarterly DIH 126 1st Excellent TRANE

DIH-ECU-2 Environmental Conditioning Unit Rm 138A MITSUBISHI 1/14/2025 NJD426 ECU PKA-A36KA7 98M04979 Washable 1 - - Quarterly DIH 135 1st Excellent TRANE

DIH-ECU-3 Environmental Conditioning Unit Rm 227 MITSUBISHI 1/14/2025 NJD426 ECU PKA-A24KA7 9YM09026 Washable 1 - - Quarterly DIH 227 2nd Excellent TRANE

DIH-ECU-4 Environmental Conditioning Unit Rm 138B MITSUBISHI 1/14/2025 NJD426 ECU PKA-A24KA7 9YM08893 Washable 1 - - Quarterly DIH 135A 1st Excellent TRANE

DIH-ECU-5 Environmental Conditioning Unit Rm 327 MITSUBISHI 1/14/2025 NJD426 ECU PKA-A24KA7 9YM09027 Washable 1 - - Quarterly DIH 324B 3rd Excellent TRANE

ACCU-1 Air Cooled Condensing Unit ECU-1 MITSUBISHI 1/14/2025 NJD426 ACCU PUZ-A24NHA7 99U14626D - - - - Quarterly DIH Roof Roof Excellent

ACCU-2 Air Cooled Condensing Unit ECU-2 MITSUBISHI 1/14/2025 NJD426 ACCU PUZ-A36NHA7 9XU11050A - - - - Quarterly DIH Roof Roof Excellent

ACCU-3 Air Cooled Condensing Unit ECU-3 MITSUBISHI 1/14/2025 NJD426 ACCU PUZ-A24NHA7 99U14625D - - - - Quarterly DIH Roof Roof Excellent

ACCU-4 Air Cooled Condensing Unit ECU-4 MITSUBISHI 1/14/2025 NJD426 ACCU PUZ-A24NHA7 99U14625D - - - - Quarterly DIH Roof Roof Excellent

ACCU-5 Air Cooled Condensing Unit ECU-5 MITSUBISHI 1/14/2025 NJD426 ACCU PUZ-A24NHA7 99U14629D - - - - Quarterly DIH Roof Roof Excellent

DIH-EF-1 Exhaust Fan RM 150F Equipment COOK 8/1/2021 EF CF SWSI 240SI56114-01/0000701 - - AX-59 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-2 Exhaust Fan RM 150H General 

Exhaust

COOK 8/1/2021 EF ACRUD-EC 240SI56114-001740 -
-

- Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-3 Exhaust Fan RM 150A (5) Extraction 

Arms

COOK 8/1/2021 EF CPS 240SI56114-01/0002601 -
-

A33 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-4 Exhaust Fan RM 150L General 

Exhaust

COOK 8/1/2021 EF CPS 240SI56114-01/0004101 -
-

A30 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-5 Exhaust Fan RM 150L (2) Extraction 

Arms

COOK 8/1/2021 EF CF SWSI 240SI56114-01/0005601 -
-

A61 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-6 Exhaust Fan Restrooms 130, 132, 

133A

COOK 8/1/2021 EF ACRUH-EC 240SI56114-00/0019501 -
-

- Semi-annual DIH Roof Roof Excellent MUSSUN

DIH-EF-7 Exhaust Fan Restrooms 220, 222, 

224A, 225, 320, 322, 

Custodial 223 

COOK 8/1/2021 EF ACRU-D VF 240SI56114-00/0020601 -

-

- Semi-annual DIH Roof Roof Excellent MUSSUN

DIH-EF-8 Exhaust Fan RM 150P Spray Booth COOK 8/1/2021 EF IMH 240SI56114-01/0007501 - - A59 2 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-9 Exhaust Fan RM 150P Extraction 

Arm

COOK 8/1/2021 EF

CPS 240SI56114-01/0009701 -
-

A31 1 Quarterly

DIH Roof Roof Excellent MUSSUN

DIH-EF-10 Exhaust Fan RM 150 (2) Extraction 

Arms

FanAM 8/1/2021 EF

CAV-100 DOM 01/20 -
-

- Quarterly

DIH Roof Roof Excellent MUSSUN

DIH-EF-11 Exhaust Fan RM 324, 324A, 324B COOK 8/1/2021 EF ACRU-D VF 240SI56114-00/0018401 - - A61 2 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-EF-12 Exhaust Fan RM 146 (2) Extraction 

Arms

FanAM 8/1/2021 EF

CAV-100 DOM 01/20 -
-

- - Quarterly

DIH Roof Roof Excellent MUSSUN

DIH-EF-13 Exhaust Fan Rm 205 Equipment COOK - -

DIH-KEF-1 Kitchen Exhaust Fan Foodology HOOD#9 COOK 8/1/2021 KEF VCR-XP 240SI56114-00/0013301 - - AX-35 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-2 Kitchen Exhaust Fan RM 224K HOOD#1 COOK 8/1/2021 KEF VCR-HP 240SI56114-00/0000701 - - AX-22 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-3 Kitchen Exhaust Fan Foodology HOOD#10 COOK 8/1/2021 KEF VCR 240SI56114-00/0002101 - - AX-24 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-4 Kitchen Exhaust Fan RM 350 HOOD#8 COOK 8/1/2021 KEF VCRD-XP 240SI56114-00/0006201 - - - - Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-5 Kitchen Exhaust Fan RM 350 HOOD#7 COOK 8/1/2021 KEF VCR-XP 240SI56114-00/0003501 - - A32 2 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-6 Kitchen Exhaust Fan RM 350 HOOD#6 COOK 8/1/2021 KEF VCR-XP 240SI56114-00/0004901 - - AX-34 2 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-7 Kitchen Exhaust Fan RM 350 HOOD#5 COOK 8/1/2021 KEF VCR-HP 240SI56114-00/0007701 - - A20 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-8 Kitchen Exhaust Fan RM 224K HOOD#2 COOK 8/1/2021 KEF VCR-XP 240SI56114-00/0009101 - - A35 2 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-9 Kitchen Exhaust Fan RM 224F Dishwasher 

HOOD

COOK 8/1/2021 KEF

VCR-XP 240SI56114-00/0010501 -
-

A22 1 Quarterly

DIH Roof Roof Excellent MUSSUN

DIH-KEF-10 Kitchen Exhaust Fan 330A Dishwasher COOK 8/1/2020 KEF VCRX 240SI56114-00/0011901 - - A20 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-11 Kitchen Exhaust Fan RM 235 HOOD#4 COOK 8/1/2021 KEF CPS 240SI66287-00/0000701 - - A201 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-KEF-12 Kitchen Exhaust Fan RM 235 HOOD#3 COOK 8/1/2021 KEF CPS 240SI66287-00/0002901 - - A31 1 Quarterly DIH Roof Roof Excellent MUSSUN

DIH-SF-1 Supply Fan 1st Flooor: Rm 150F COOK 8/1/2021 SF SQND-XP 240SI56114-00/0016101 - - - - Semi-annual DIH 160 1st Excellent MUSSUN

DIH-FCU 1-1A Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-70-8 10x62x1 MERV 8 1 - - Quarterly DIH 100 1st Excellent WADSWORTH

DIH-FCU 1-1B Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 100 1st Excellent WADSWORTH

DIH-FCU 1-2A Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 100 1st Excellent WADSWORTH

DIH-FCU 1-2B Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 100M 1st Excellent WADSWORTH

DIH-FCU 1-3 Fan Coil Unit Rm 150D IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 150D 1st Excellent WADSWORTH

DIH-FCU 1-4A Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 260F 2nd Excellent WADSWORTH

DIH-FCU 1-4B Fan Coil Unit STAIR/LOBBY F1-100 IEC 4/17/2021 842041 FCU CPY12 842041-130-8 10x62x1 MERV 8 1 - - Quarterly DIH 230B 2nd Excellent WADSWORTH

DIH-FCU 1-5 Fan Coil Unit Rm 150B IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 150B 1st Excellent WADSWORTH

DIH-FCU 1-6 Fan Coil Unit Rm 150A IEC 4/17/2021 842041 FCU CPY03 842041-00-03 10x22x1 MERV 8 1 - - Quarterly DIH 150A 1st Excellent WADSWORTH

DIH-FCU 1-7 Fan Coil Unit Rm 150 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 1-8 Fan Coil Unit Rm 150K IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 1-9 Fan Coil Unit Rm 150R, 150P IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 150R 1st Excellent WADSWORTH

DIH-FCU 1-10 Fan Coil Unit Corridor 100C IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 1-11 Fan Coil Unit Rm 150N IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150N 1st Excellent WADSWORTH

DIH-FCU 1-12 Fan Coil Unit Rm 100E, 100F IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 100P 1st Excellent WADSWORTH

DIH-FCU 1-13 Fan Coil Unit Rm 128 IEC 4/17/2021 842041 FCU CPY04 842041-90-1 10x28x1 MERV 8 1 - - Quarterly DIH 147 1st Excellent WADSWORTH

DIH-FCU 1-14 Fan Coil Unit Rm 138, 142 IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 134 1st Excellent WADSWORTH

DIH-FCU 1-15A Fan Coil Unit Rm 150F, 150E IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 150F 1st Excellent WADSWORTH

DIH-FCU 1-15B Fan Coil Unit Rm 150F IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 150F 1st Excellent WADSWORTH

DIH-FCU 1-16A Fan Coil Unit Rm 150 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 1-16B Fan Coil Unit Rm 150 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150C 1st Excellent WADSWORTH

DIH-FCU 1-17 Fan Coil Unit Rm 136 IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 136 1st Excellent WADSWORTH

DIH-FCU 1-18 Fan Coil Unit Corridor 100K IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 100F 1st Excellent WADSWORTH

DIH-FCU 2-1 Fan Coil Unit Rm 260F IEC 4/17/2021 842041 FCU CPY06 842041-00-06 10x33x1 MERV 8 1 - - Quarterly DIH 260F 2nd Excellent WADSWORTH

DIH-FCU 2-2 Fan Coil Unit Rm 260E IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 260F 2nd Excellent WADSWORTH

DIH-FCU 2-3A Fan Coil Unit Rm 250K IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 250C 2nd Excellent WADSWORTH

DIH-FCU 2-3B Fan Coil Unit Rm 250J IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 250D 2nd Excellent WADSWORTH

DIH-FCU 2-3C Fan Coil Unit Rm 250H IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 250E 2nd Excellent WADSWORTH

DIH-FCU 2-4A Fan Coil Unit Rm 250G IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250F 2nd Excellent WADSWORTH

DIH-FCU 2-4B Fan Coil Unit Rm 250G IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250F 2nd Excellent WADSWORTH

DIH-FCU 2-5A Fan Coil Unit Rm 150J IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 150J 1st Excellent WADSWORTH

DIH-FCU 2-5B Fan Coil Unit Rm 150H IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 150H 1st Excellent WADSWORTH
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DIH-FCU 2-6 Fan Coil Unit Rm 260C IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 260B 2nd Excellent WADSWORTH

DIH-FCU 2-7 Fan Coil Unit Rm 260 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 260G 2nd Excellent WADSWORTH

DIH-FCU 2-8 Fan Coil Unit Rm 250A, 250B IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 250A 2nd Excellent WADSWORTH

DIH-FCU 2-9 Fan Coil Unit Rm 250 IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250L 2nd Excellent WADSWORTH

DIH-FCU 2-10 Fan Coil Unit Rm 250 IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250L 2nd Excellent WADSWORTH

DIH-FCU 2-11A Fan Coil Unit Rm 150 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 2-11B Fan Coil Unit Rm 150 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150 1st Excellent WADSWORTH

DIH-FCU 2-12A Fan Coil Unit Rm 150L IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150L 1st Excellent WADSWORTH

DIH-FCU 2-12B Fan Coil Unit Rm 150L IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 150L 1st Excellent WADSWORTH

DIH-FCU 2-13 Fan Coil Unit Rm 247 IEC 4/17/2021 842041 FCU CPY10 842041-120-4 10x54x1 MERV 8 1 - - Quarterly DIH 249 2nd Excellent WADSWORTH

DIH-FCU 2-14 Fan Coil Unit Rm 248 IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 244 2nd Excellent WADSWORTH

DIH-FCU 2-15 Fan Coil Unit Rm 249 IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 245 2nd Excellent WADSWORTH

DIH-FCU 2-16 Fan Coil Unit Rm 250F IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 250G 2nd Excellent WADSWORTH

DIH-FCU 2-17 Fan Coil Unit Corridor 200, 245 IEC 4/17/2021 842041 FCU CPY06 842041-100-3 10x33x1 MERV 8 1 - - Quarterly DIH 200D 2nd Excellent WADSWORTH

DIH-FCU 2-18 Fan Coil Unit Rm 244, 244A, 244B, 

244C

IEC

4/17/2021 842041

FCU

CPY10 842041-00-10 10x54x1 MERV 8
1

- -

Quarterly DIH 247 2nd Excellent

WADSWORTH

DIH-FCU 2-19 Fan Coil Unit Rm 240 IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 240 2nd Excellent WADSWORTH

DIH-FCU 2-20 Fan Coil Unit Rm 240 IEC 4/17/2021 842041 FCU CPY04 842041-30-2 10x28x1 MERV 8 1 - - Quarterly DIH 240 2nd Excellent WADSWORTH

DIH-FCU 2-21 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-130-9 10x62x1 MERV 8 1 - - Quarterly DIH 230B 2nd Excellent WADSWORTH

DIH-FCU 2-22 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-130-7 10x62x1 MERV 8 1 - - Quarterly DIH 230B 2nd Excellent WADSWORTH

DIH-FCU 2-24 Fan Coil Unit Rm 233 IEC 4/17/2021 842041 FCU CPY06 842041-00-06 10x33x1 MERV 8 1 - - Quarterly DIH 233 2nd Excellent WADSWORTH

DIH-FCU 2-25 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-70-15 10x62x1 MERV 8 1 - - Quarterly DIH 230B 2nd Excellent WADSWORTH

DIH-FCU 2-26 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-70-14 10x62x1 MERV 8 1 - - Quarterly DIH 230A 2nd Excellent WADSWORTH

DIH-FCU 2-27 Fan Coil Unit Rm 231, 231A IEC 4/17/2021 842041 FCU CPY04 842041-00-04 10x28x1 MERV 8 1 - - Quarterly DIH 231A 2nd Excellent WADSWORTH

DIH-FCU 2-28 Fan Coil Unit Corridor 100k IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 100F 1st Excellent WADSWORTH

DIH-FCU 2-29 Fan Coil Unit Rm 144B IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 134 1st Excellent WADSWORTH

DIH-FCU 2-30A Fan Coil Unit Rm 146 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 126 1st Excellent WADSWORTH

DIH-FCU 2-30B Fan Coil Unit Rm 146 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 126 1st Excellent WADSWORTH

DIH-FCU 2-31 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-130-6 10x62x1 MERV 8 1 - - Quarterly DIH 230A 2nd Excellent WADSWORTH

DIH-FCU 2-32 Fan Coil Unit Rm 212 IEC 4/17/2021 842041 FCU CPY08 842041-00-08 10x40x1 MERV 8 1 - - Quarterly DIH 212 2nd Excellent WADSWORTH

DIH-FCU 2-33 Fan Coil Unit Rm 230 IEC 4/17/2021 842041 FCU CPY12 842041-70-11 10x62x1 MERV 8 1 - - Quarterly DIH 230A 2nd Excellent WADSWORTH

DIH-FCU 2-34 Fan Coil Unit Rm 224, 224B IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 200J 2nd Excellent WADSWORTH

DIH-FCU 2-35 Fan Coil Unit Rm 224E IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 224D 2nd Excellent WADSWORTH

DIH-FCU 2-36 Fan Coil Unit Rm 224 IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 200J 2nd Excellent WADSWORTH

DIH-FCU 2-37 Fan Coil Unit Rm 207 IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 201 2nd Excellent WADSWORTH

DIH-FCU 2-38 Fan Coil Unit Rm 200K IEC 4/17/2021 842041 FCU CPY10 842041-60-4 10x54x1 MERV 8 1 - - Quarterly DIH 224C 2nd Excellent WADSWORTH

DIH-FCU 2-39 Fan Coil Unit Rm 205 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 203 2nd Excellent WADSWORTH

DIH-FCU 2-40 Fan Coil Unit Rm 200K IEC 4/17/2021 842041 FCU CPY10 842041-120-5 10x54x1 MERV 8 1 - - Quarterly DIH 200 2nd Excellent WADSWORTH

DIH-FCU 2-41 Fan Coil Unit Rm 201 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 207 2nd Excellent WADSWORTH

DIH-FCU 2-42 Fan Coil Unit Rm 201 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 207 2nd Excellent WADSWORTH

DIH-FCU 2-43 Fan Coil Unit Rm 210, 230 IEC 4/17/2021 842041 FCU CPY06 842041-100-1 10x33x1 MERV 8 1 - - Quarterly DIH 210 2nd Excellent WADSWORTH

DIH-FCU 2-44 Fan Coil Unit Rm 250 IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250L 2nd Excellent WADSWORTH

DIH-FCU 2-45 Fan Coil Unit Rm 260 IEC 4/17/2021 842041 FCU CPY03 842041-00-03 10x22x1 MERV 8 1 - - Quarterly DIH 260 2nd Excellent WADSWORTH

DIH-FCU 2-46A Fan Coil Unit Corridor 200C IEC 4/17/2021 842041 FCU CPY10 842041-00-10 10x54x1 MERV 8 1 - - Quarterly DIH 250L 2nd Excellent WADSWORTH

DIH-FCU 2-46B Fan Coil Unit Corridor 200C IEC 4/17/2021 842041 FCU CPY10 842041-120-9 10x54x1 MERV 8 1 - - Quarterly DIH 200D 2nd Excellent WADSWORTH

DIH-FCU 2-47 Fan Coil Unit Rm 224J IEC 4/17/2021 842041 FCU CPY02 842041-00-02 10x18x1 MERV 8 1 - - Quarterly DIH 224J 2nd Excellent WADSWORTH

DIH-FCU 3-1A Fan Coil Unit Rm 308 IEC 4/17/2021 842041 FCU CPY12 842041-70-4 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-1B Fan Coil Unit Rm 308 IEC 4/17/2021 842041 FCU CPY12 842041-130-4 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2A Fan Coil Unit Rm 308 IEC 4/17/2021 842041 FCU CPY12 842041-70-16 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2B Fan Coil Unit Rm 308 IEC 4/17/2021 842041 FCU CPY12 842041-130-3 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2C Fan Coil Unit Rm 308 IEC 4/17/2021 842041 FCU CPY12 842041-70-1 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2D Fan Coil Unit Rm 306, 308 IEC 4/17/2021 842041 FCU CPY12 842041-130-2 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2E Fan Coil Unit Rm 314 IEC 4/17/2021 842041 FCU CPY12 842041-00-12 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2F Fan Coil Unit 300K IEC 4/17/2021 842041 FCU CPY12 842041-70-2 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-2G Fan Coil Unit 308, Bridge IEC 4/17/2021 842041 FCU CPY12 842041-70-3 10x62x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-FCU 3-3 Fan Coil Unit Rm 300K IEC 4/17/2021 842041 FCU CPY06 842041-40-1 10x33x1 MERV 8 1 - - Quarterly DIH 308 3rd Excellent WADSWORTH

DIH-RP-1 Hydronic Radiant Heating Panel Rm 100P, 224C, 201, 

203, 207, 212, 308, 

340B

AEROTECH

4/1/2021

DI HUB RP

AXO 10724

-

-

- -

Annual

DIH 100P, 

224C, 201, 

203, 207, 

212, 308, 

340B

1st, 2nd, 

3rd

Excellent

ALLIED EQUIP

DIH-AC-1-1 Hydronic Air Curtain Vestibule 300M MARS 7/15/2021 318729 AC LPV260-1V 1054130 - - - - Semi-annual DIH 300M 3rd Excellent WADSWORTH

DHI-AC-1-2 Hydronic Air Curtain Vestibule 300M MARS 7/15/2021 318729 AC LPV260-1V 1054131 - - - - Semi-annual DIH 300M 3rd Excellent WADSWORTH

DIH-AC-2 Hydronic Air Curtain Recieving Rm 324 MARS 7/15/2021 318729 AC LPV242-1V 1054132 - - - - Semi-annual DIH 323 3rd Excellent WADSWORTH

DIH-FTR-1 Hydronic Finned Tube Radiation STAIR/LOBBY F1-100 RITTLING 6/1/2021 DI HUB FTR - H0052985 - - - - Annual DIH 100, 250H 1st, 2nd Excellent ALLIED EQUIP

DIH-FTR-2 Hydronic Finned Tube Radiation Rm 247 RITTLING 6/1/2021 DI HUB FTR - H0052985 - - - - Annual DIH 249 2nd Excellent ALLIED EQUIP

DIH-FTR-3 Hydronic Finned Tube Radiation RTU-1 RITTLING 6/1/2021 DI HUB FTR - H0052985 - - - - Annual DIH Roof Roof Excellent ALLIED EQUIP

DIH-CUH-1-1 Hydronic Cabinet Heater Corridor 100K TRANE 2/5/2022 DI HUB CUH FFBB0601E H20A01821 Quarterly DIH 100K 1st Excellent TRANE

DIH-CUH-1-2 Hydronic Cabinet Heater Stair 200E TRANE 2/5/2022 DI HUB CUH FFBB0601E H20A01822 Quarterly DIH 200E 2nd Excellent TRANE

DIH-CUH-1-3 Hydronic Cabinet Heater Stair 200G TRANE 2/5/2022 DI HUB CUH FFBB0601E H20A01823 Quarterly DIH 200G 2nd Excellent TRANE

DIH-CUH-1-4 Hydronic Cabinet Heater Receiving 324 TRANE 2/5/2022 DI HUB CUH FFBB0601E H20A01824 Quarterly DIH 324 3rd Excellent TRANE

DIH-CUH-2 NOT USED - - - - - - - - - - - - - - - - - - - -

DIH-CUH-3 Hydronic Cabinet Heater Vestibule 100A TRANE 2/5/2022 NJD426 CUH FFHB1201A H20A01825 Quarterly DIH 100A 1st Excellent TRANE

DIH-CUH-4 Hydronic Cabinet Heater Vestibule 200A TRANE 2/5/2022 NJD426 CUH FFEB1201A H20A01826 Quarterly DIH 200A 2nd Excellent TRANE

DIH-CUH-5 Hydronic Cabinet Heater Stair 300G TRANE 4/29/2022 NJD426 CUH FFDB0601E H20A01827 Quarterly DIH 300G 3rd Excellent TRANE

DIH-UH-1-1 Hydronic Unit Heater Rm 134A TRANE 1/17/2021 NJD426 UH UHSB0841T F20A30118 / F20A30117 / F20A30116 - - - - Quarterly DIH 134A 1st Excellent TRANE

DIH-UH-1-2 Hydronic Unit Heater Receiving 324 TRANE 1/17/2021 NJD426 UH UHSB0841T F20A30118 / F20A30117 / F20A30116 - - - - Quarterly DIH 324 3rd Excellent TRANE

DIH-UH-1-3 Hydronic Unit Heater Receiving 324 TRANE 1/17/2021 NJD426 UH UHSB0841T F20A30118 / F20A30117 / F20A30116 - - - - Quarterly DIH 324 3rd Excellent TRANE

DIH-UH-2-1 Hydronic Unit Heater 160 TRANE 1/17/2021 NJD426 UH UHSBA361T F20A30119 / - - - - Quarterly DIH 160 1st Excellent TRANE

DIH-UH-2-2 Hydronic Unit Heater 324A TRANE 1/17/2021 NJD426 UH UHSBA361T F20A30119 / - - - - Quarterly DIH 324A 3rd Excellent TRANE



Project Number: KSU-18S084

Project Name: Design Innovation Hub
PM EQUIPMENT LISTING REPORT VER 12/19

DIH-VFD-AHU-1-RF-1&2 Variable Frequency Drive AHU-1 Return Fans DANFOSS 5/12/2023 19-587-045 VFD VLT-FC-102P15KT4 887504Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-AHU-1-SF-1&2 Variable Frequency Drive AHU-1 Supply Fans DANFOSS 5/12/2023 19-1497-046 VFD VLT-FC-102P30KT4 886904Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-AHU-2-RF-1&2 Variable Frequency Drive AHU-2 Return Fans DANFOSS 5/12/2023 19-587-045 VFD VLT-FC-102P11KT4 887804Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-AHU-2-SF-1&2 Variable Frequency Drive AHU-2 Supply Fans DANFOSS 5/12/2023 19-587-045 VFD VLT-FC-102P18KT4 887304Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-AHU-3-RF-1&2 Variable Frequency Drive AHU-3 Return Fans DANFOSS 5/12/2023 19-587-045 VFD VLT-FC-102P5K5T4 886804Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-AHU-3-SF-1&2 Variable Frequency Drive AHU-3 Supply Fans DANFOSS 5/12/2023 19-1497-046 VFD VLT-FC-102P11KT4 887604Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-CWP-1 Variable Frequency Drive Chilled Water Pump 

CWP-1

DANFOSS 4/2/2023 19-587-045 VFD VLT-FC-102P18KT4 885404Y060 -
-

- - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-CWP-2 Variable Frequency Drive Chilled Water Pump 

CWP-2

DANFOSS 4/2/2023 19-587-045 VFD VLT-FC-102P18KT4 885504Y060 -
-

- - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-HWP-1 Variable Frequency Drive Heating Water Pump 

HWP-1

DANFOSS 4/2/2023 19-587-045 VFD VLT-FC-102P15KT4 885704Y060 -
-

- - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-HWP-2 Variable Frequency Drive Heating Water Pump 

HWP-2

DANFOSS 4/2/2023 19-587-045 VFD VLT-FC-102P15KT4 885604Y060 -
-

- - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-KEF-1 Variable Frequency Drive 2nd Floor Hood DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P2K2T4 959504Y070 - - - - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-2 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-2

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P1K1T4 088904Y090 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-3 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-3

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P1K5T4 963104Y070 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-4 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-4

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P3K7T4 962904Y070 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-5 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-5

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P3K7T4 962604Y070 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-6 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-6

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P3K7T4 963004Y070 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-7 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-7

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P1K1T4 088804Y090 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-8 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-8

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P3K7T4 962804Y070 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-9 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-9

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P1K1T4 088704Y090 -
-

- - Quarterly DIH 224C 2nd Excellent MELINK

DIH-VFD-KEF-10 NOT USED - - - - - - - - - - - - - - - - - - - -

DIH-VFD-KEF-11 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-11

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P3K7T4 962704Y070 -
-

- - Quarterly DIH 324 2nd, 3rd Excellent MELINK

DIH-VFD-KEF-12 Variable Frequency Drive Kitchen Exhaust Fan 

KEF-12

DANFOSS 7/21/2023 MELINK VFD VLT-FC-102P1K1T4 959404Y070 -
-

- - Quarterly DIH 324 3rd Excellent MELINK

DIH-VFD-MAU-1-RF-1&2 Variable Frequency Drive MAU-1 Return Fan DANFOSS 5/12/2023 19-587-045 VFD VLT-FC-102P11KT4 887704Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-MAU-1-SF-1&2 Variable Frequency Drive MAU-2 Supply Fan DANFOSS 5/12/2023 19-1497-046 VFD VLT-FC-102P18KT4 887404Y060 - - - - Quarterly DIH 134A 1st Excellent NORTHRICH

DIH-VFD-RTU-1-RF-1&2 Variable Frequency Drive RTU-1 Return Fan DANFOSS 7/15/2023 19-587-045 VFD VLT-FC-102P30KT4 887004Y060 - - - - Quarterly DIH 224C 2nd Excellent NORTHRICH

DIH-VFD-RTU-1-SF-1&2 Variable Frequency Drive RTU-1 Supply Fan DANFOSS 7/15/2023 19-587-045 VFD VLT-FC-102P45KT4 900904Y070 - - - - Quarterly DIH 224C 2nd Excellent NORTHRICH

DIH-VFD-RTU-2-SF-1&2 Variable Frequency Drive RTU-2 Supply Fan DANFOSS 7/24/2023 20-233-202 VFD VLT-FC-102P18KT4 223404Y110 - - - - Quarterly DIH 324 3rd Excellent NORTHRICH

DIH-VFD-SF-1 Variable Frequency Drive SF-1 DANFOSS 7/24/2023 19-587-045 VFD VLT-FC-102P1K5T2 880204Y060 - - - - Quarterly DIH 134 1st Excellent NORTHRICH

DIH-CU-1 Air Cooled Condensing Unit RTU-2 TRANE 9/18/2025 NJD426 CU RAUJC604B C20B00878 - - - - Semi-annual DIH Roof Roof Excellent TRANE

DC-1 Dust Collector RM 150H Neederman DC Semi-annual DIH 150H 1st Excellent iVENT

DIH-ESP-1 (PE-1) Oil Minder Elevator Sump Pump 

With Remote Alarm and Basin 

Elevator Pit 100B LIBERTY 8/7/2021 S016511847 Sump Pump ELV-280 -
-

- - Semi-annual DIH 100B 1st Excellent FAMOUS

DIH-ESP-2 (PE-1) Oil Minder Elevator Sump Pump 

With Remote Alarm and Basin 

Elevator Pit 200H LIBERTY 8/7/2021 S016511847 Sump Pump ELV-280 -
-

- - Semi-annual DIH 200H 2nd Excellent

DIH-ESP-3 (PE-1) Oil Minder Elevator Sump Pump 

With Remote Alarm and Basin 

Elevator Pit 200J LIBERTY 8/7/2021 S016511847 Sump Pump ELV-280 -
-

- - Semi-annual DIH 200L 2nd Excellent

DIH-DHW-1 (PE-2) Duplex Domestic Water Heater Building Domestic Hot 

Water

BRADFORD WHITE 4/20/2025 S016511847 Water Heater EF-120T-500-3N 146780, 147044 -
-

- - Quarterly DIH 134A 1st Excellent FAMOUS

DIH-DHW-2 (PE-2) Duplex Domestic Water Heater Building Domestic Hot 

Water

BRADFORD WHITE 4/20/2025 S016511847 Water Heater EF-120T-500-3N -
-

- - Quarterly DIH 134A 1st Excellent

DIH-EXT-3 (PE-3) Domestic Hot Water Expansion 

Tank

Building Domestic Hot 

Water

AMTROL 8/7/2021 S016511847 Expansion 

Tank

ST-30VC 416689, 416688 -
-

- - Annual DIH 134A 1st Excellent FAMOUS

DIH-EXT-4 (PE-3) Domestic Hot Water Expansion 

Tank

Building Domestic Hot 

Water

AMTROL 8/7/2021 S016511847 Expansion 

Tank

ST-30VC 416689, 416688 -
-

- - Annual DIH 134A 1st Excellent

DIH-RP-1 (PE-4) Inline Recirculating Hot Water 

Pump

Building Domestic Hot 

Water

TACO 8/7/2021 S016511847 Hot Water 

Pump

113 -
-

- - Semi-annual DIH 134A 1st Excellent FAMOUS

DIH-PE-5 Domestic Hot Water Master Mixing 

Valve

Building Domestic Hot 

Water

ACORN 8/7/2021 S016511847 Mixing Valve MV17-4 4177989 -
-

- - Annual DIH 134A 1st Excellent FAMOUS

DIH-PE-6 Plaster Trap STRIEM 8/7/2021 S016511847 Plaster Trap USI-1180 - - - - Monthly DIH 150, 150L 1st Excellent FAMOUS

DIH-PE-7 Air Compressor Building Compressed 

Air

CHAMPION 4/1/2021 Air 

Compressor 

HCAS3-3 842916 -
-

- - Semi-annual DIH 134A 1st Excellent SSECO

DIH-PE-8 Water Treatment System Waterjet CULLIGAN 5/1/2021 407676 Water 

Treatment 

HE-Twin -
-

- - Quarterly DIH 150N 1st Excellent CULLIGAN

DIH-PE-9 Domestic Water Duplex Booster 

Pump

Building Domestic 

Water

QUANTUMFLO 4/20/2025 S016511847 Booster 

Pump

Prodigy-Duplex 19083756 -
-

- - Quarterly DIH 160 1st Excellent FAMOUS

DIH-PE-10 Domestic Hot Water Softener 

System 

Building Domestic Hot 

Water

CULLIGAN 5/1/2021 407676 Water 

Softener

CTM-300-PF 25619111 -
-

- - Quarterly DIH 134A 1st Excellent CULLIGAN

DIH-OHR-150H (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 150H 1st Excellent SSECO

DIH-OHR-150J (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 150J 1st Excellent SSECO

DIH-OHR-146-1 (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 146 1st Excellent SSECO

DIH-OHR-146-2 (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 146 1st Excellent SSECO

DIH-OHR-150L-1 (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 150L 1st Excellent SSECO

DIH-OHR-150L-2 (PE-11) Overhead Hose Reel Compressed Air BALCRANK 8/7/2021 Hose Reel 2251-512 - - - - Annual DIH 150L 1st Excellent SSECO

DIH-PE-12 Duplex Sewage Sump Pump and 

Basin

Building Sewage ZOELLER 8/7/2021 S016511847 Sewage Sump 

Pump

Model 284 -
-

- - Semi-annual DIH 134A 1st Excellent FAMOUS
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Ohio's 2010-NFPA 13 and 72 Elevator Guidelines

yes

Start

Is  hoistway 
venting

required per 
OBC 3004

yes

no

Does 
building 
have fire 

alarm 
system

no

A17.1 - 2.27.3.2.1  fire alarm initiating 
devices in machine rooms/spaces, control 

rooms/spaces and lobbies required.**

NFPA 72 21.3.2 Connect detectors to 

dedicated elevator recall system.

NFPA 72 21.3.2 Connect detectors to 
building fire alarm system.

NFPA 72 21.3.6 Smoke 
detector required in hoistwaySM

O
KE

S
SP

RI
N

KL
ER Hydraulic 

Elevator

Non-
combustible 

Hoistway

NFPA 13 8.15.5.1  Sidewall 
spray sprinklers required not 
more than 2 ft. above pit 

Car 
complies 

with ASME 
A17.1-2.14

NFPA 13 8.15.5.4 Upright, pendent, 
or sidewall spray sprinklers shall be 
installed at top of hoistway.

poly-
coated 

steel belts  
or similar 

NFPA 13 8.15.5.6 Sprinklers shall be 
installed at the top and bottom of  
elevators utilize polyurethane-coated 
steel belts  or other similar 
combustible belt material.

yes

yes yes

yes

NFPA 13 8.15.5.1,5 Pit and over head 
hoistway sprinklers are not required  

Sprinklers installed  in 
machine 

rooms/spaces, 
control rooms/spaces 

or hoistways.**

Sh
un

t T
rip ASME A17.1 -
2.8.3.3.2 Shunt 
trip required

Sprinklers
installed in 
hoistway 
NFPA 13-
8.15.5.3

NFPA 72-10.14.3.2 Devices shall be 
selected and installed to minimize 
nuisance. Detectors shall not be 
installed in the pit **

NFPA 72 21.3.6 Smoke 
detector required in hoistway

no

no no

no

no

yes

no

yes

Sprinklers installed in 
machine rooms/ 
spaces, control rooms/ 
spaces or hoistway 
NFPA 13-8.15.5.3 **

Heat Detector Installed within 
24" of all sprinkler(s) or Flow

sensor, No time delay 
allowed NFPA 72 21.4.1,,2,3

Control voltage shall be monitored 
with supervisory signal at alarm 
panel NFPA 72 21.4.4,5

END

**It is important to define the space in which the above devices are installed, for example: controls, drives and other equipment that are typically 
installed in a traditional machine room are now being installed in the pits and top of hoistways and those areas are now defined as machine/control 
spaces which would require elevator recall devices.  NFPA 72 - 21.3.12.1,2  



Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby
 Violation                                             

NFPA 13 - 8.15, NFPA 72 - 21.3.3.
 Violation                          NFPA 

72 - 21.3.3, 10.14.3.2
Required                           

NFPA 72  21.4.2
Required                           

NFPA 72  21.4.2
NA

 Violation                                                  
NFPA 13 - 8.15, NFPA 72 - 21.3.3.

 Violation                             
NFPA 72 - 21.3.3, 10.14.3.2

 Required                         
NFPA 72  21.3.3

 Required                          
NFPA 72  21.3.3

 Required                        
NFPA 72 21.3.3,7

Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby
 Violation                                                

NFPA 72 - 21.3.3, 10.14.3.2
 Violation                           

NFPA 72 - 21.3.3, 10.14.3.2
Violation                          

NFPA 72  21.3.6
 Required                         

NFPA 72  21.3.3
 Required                        

NFPA 72 21.3.3,7

Above 24" - pit area** Below 24" - pit area ** Top of Hoistway ** Machine Room/Space Elevator Lobby

   Violation                                          
NFPA 13 - 8.15

 Required                          NFPA 
13 8.15.5.6

 Required                         
NFPA 13 8.15.5.6

 Required                         
NFPA 13 8.15.5.6

NA

2010 NFPA 13 & 72 Elevator Guidelines (smokes, heats, sprinklers, fire recall and supervisory panel)

Sprinkler Installed

ASME A17.1 2.8.3 All risers are to be located outside the hoistway or room/space except where a machine room is located above the roofline of a building the riser is limited 
to the distance between the top floor and the room/space. Sprinklers located 24" or less above the pit floor, all wiring and electrical components located within 48" from 
the pit floor must be rated as NEMA 4 and wiring must be suitable for wet locations. ASME A17.1  triggers the shunt-trip requirement when sprinklers are located in such 
areas related to the elevator. (Note: there are exceptions to the sprinkler requirements for Fire Service Access Elevators and Occupancy Evacuation Elevators: see IBC 
Sections 3007 and 3008 respectively.)

2013 edition of NFPA 13 (not adopted in OHIO), a new requirement was added to deal with combustible suspension means (i.e. elastomeric-coated steel belts). In such 
instances, sprinkler heads are required at the top and bottom of the hoistway. There is an exception; if the suspension means is tested and complies with UL 62 and UL 
1581, sprinkler heads are not required.

The following are the guidelines that the State of Ohio Elevator Section will follow for sprinklers, heat and smoke detectors installed for Elevator recall and shunt trip 
operation.  It is important to know how other codes interface with the elevator installation and inspectors should be aware of such connections.  Even if the following 
requirements fall under other disciplines and jurisdictions, it is important to understand the big picture and how other codes related to a proper elevator installation.

Heat Detector Required

Smoke Detector Required

Sprinkler Not Installed

Smoke Detector Required

Polyurethane-Coated Steel 
Belt Suspension

Sprinklers Required

**It is important to define the space in which the above devices are installed, for example: controls, drives and other equipment that are typically installed in  a traditional 
machine room are now being installed in the pits and top of hoistways and those areas are now defined as machine/control spaces which would require elevator recall 
devices.  NFPA 72 - 21.3.12.1,2  

machinery space, elevator:  a space inside or outside the hoistway, intended to be accessed with or without full bodily entry, that contains elevator mechanical equipment, 
and could also contain electrical equipment used directly in connection with the elevator. This space could also contain the electric driving machine or the hydraulic 
machine. ASME A17.1

Sprinklers located in elevator equipment rooms/spaces and hoistways are a requirement of the building code. The elevator code does not mandate the installation of these 
devices. ASME A17.1 Req. 2.8.3.3 states that sprinklers are permitted when required by the building code. The elevator code does set limits on what can be allowed within 
a hoistway or equipment room/space.   



8.15.5.1
8.15.5.2
8.15.5.3
8.15.5.4
8.15.5.5

8.15.5.6

10.3.1
10.4.1.1
10.4.2.1
10.5.3.2

10.14.2.4

10.14.3.2

10.17.1
21.2.6

21.3.2

21.3.3
21.3.5
21.3.6

21.3.7

21.3.8
21.3.9

 21.3.12.1,2,3
21.4.1
21.4.2
21.4.3

21.4.4,5

21.5
21.6

Installation shall be supervised by persons who are qualified and experienced.
Fire alarm system shall be provided with at least two independent and reliable power supplies.
Equipment shall not be install in locations exceeding voltage, temp, and humidity of device.

Sprinklers shall be installed at the top and bottom of elevator hoistways where elevators utilize polyurethane-coated steel belts  or other similar combustible 
belt material.

Fire alarm system and supporting equipment designed and labeled for intended use.

Automatic sprinklers in machine room and hoistways shall be ordinary or intermediate temp rating.
Upright, pendent, or sidewall spray sprinklers shall be installed at top of hoistway.
Over head hoistway sprinklers are not required for noncombustible or limited-combustible and cab enclosure meets ASME A17.1 requirements.

2010 NFPA 13 & 72 Elevator Guidelines Quick Code reference

First Responders use elevators requirements ( Fire Service Access Elevator OBC 3007)
Elevators for Occupant- control Evacuation requirements (OBC 3008)

NFPA 72 (SMOKES AND HEATS)

Devices shall be selected and installed to minimize nuisance. Detectors shall not be installed in the pit area because they have been determined to be a nuisance 
alarm due to sweeping, dust and air movement. See also NFPA 72 17.7.1.9
Monitoring Integrity of Installation Conductors and Other Signaling Channels.
Wiring The installation of all wiring, cable, and equipment shall be in accordance with NFPA 70
In facilities without a building fire alarm system, these smoke detectors or other automatic fire detection shall be connected to a dedicated fire alarm system 
control unit that shall be designated as "elevator recall control and supervisory panel".
Only the elevator lobby, hoistways and machine room/space smoke detectors shall be used to recall elevators.
Lobby smoke detectors shall be with in 21 ft. of the center line of doors with in each bank.

All fire fighters initiating devices shall annunciate at the building fire alarm control unit. 
All fire fighters initiating devices shall cause separate and distinct visible annunciation.
Designated, Alternate and Flashing Hat level recall requirements.
Heat detectors used for shunt shall have lower temp rating than sprinkler.

Smoke detectors shall not be installed in unsprinklered hoistways unless for smoke relief equipment. (exception: Hoistway/pit = machine, control space)
If ambient conditions prohibit installation of smoke detectors , other fire detection shall be permitted ie: open areas, parking garages, and industrial 
applications. Per local AHJ.   Pit and hoistway location of these detectors will likely need to be below the lowest level of recall in order to provide an adequate 
response of early detection of fire. Since there is no real ceiling in the pit to allow installation using the spacing provisions of Chapter 17, the provisions of 
17.7.3.1.3 and 17.4.10 should be considered, which allows detectors to be placed closer to the hazard in a position where the detector can intercept the smoke 
or heat. Also refer to A.21.3.14.2(3)

Fire alarm system and supporting equipment designed, constructed and installed in conformance with the code.

Sidewall spray sprinklers required not more than 2 ft. above pit floor.

Heat detectors used for shunt shall be with in 24 " of sprinkler head.
Pressure or water flow switches in lieu of heat detectors
Control circuits to shutdown elevator power shall be monitored for presence of operating voltage. Loss of voltage to the control circuit for the disconnecting 
means shall cause a supervisory signal to be indicated at the control unit and required annunciators.

NFPA 13 (SPRINKLERS)

Pit sprinklers below 2 ft. are not required for non-combustible elevator hoistway without combustible hydraulic fluids.
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